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<<Հայաստանի հանրային ռադիոընկերություն>> ՓԲԸ
Ð ð ² ì º ð

Երաժշտական գործիքների և օժանդակ նյութերի/սարքավորումների ձեռքբերման նպատակով հայտարարված բաց ընթացակարգով մրցույթի
Հարգելի մասնակից

Նախքան հայտ կազմելը և ներկայացնելը խնդրում ենք մանրամասնորեն ուսումնասիրել սույն հրավերը, քանի որ հրավերին չհամապատասխանող հայտերը ենթակա են մերժման:

Սույն հրավերը տրամադրվում է ի լրումն <<Հայաստանի հանրային ռադիոաընկերության>> ՓԲԸ (այսուհետ` Պատվիրատու) կարիքների համար Երաժշտական գործիքների և օժանդակ նյութերի/սարքավորումների ձեռքբերման նպատակով,  ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով բաց ընթացակարգի հայտարարության:

Սույն հրավերը կազմվել է Հանրային հեռուստաընկերության և հանրային ռադիոընկերության կարիքների համար գնումների գործընթացի կազմակերպման կարգի /այսուհետ` Կարգ/ պահանջներին համապատասխան և նպատակ ունի Պատվիրատուի կողմից հայտարարված գնման գործընթացին մասնակցելու մտադրություն ունեցող անձանց /այսուհետ` նաև Մասնակից/ տեղեկացնելու գնման գործընթացի պայմանների` գնման առարկայի, գնման գործընթացի անցկացման, հաղթողին որոշելու և նրա հետ պայմանագիր կնքելու մասին,  ինչպես նաև օժանդակելու գնման գործընթացի հայտը պատրաստելիս:

Գնման գործընթացի հայտեր կարող են ներկայացնել բոլոր անձինք, անկախ նրանց օտարերկրյա ֆիզիկական անձ, կազմակերպություն, քաղաքացիություն չունեցող անձ լինելու հանգամանքից:
Հայտերն անհրաժեշտ է ներկայացնել Պատվիրատուին մինչև 09.06.2017թ. ժամը 16:00-ը, ք. Երևան, Ալեք Մանուկյան 5 հասցեով:
Սույն գնման գործընթացի հետ կապված վեճերը ենթակա են քննության Հայաստանի Հանրապետության օրենսդրությամբ սահմանված կարգով:  

ՄԱՍ  I

1. Գնման  առարկայի  բնութագիրը
Գնման առարկա է հանդիսանում Երաժշտական գործիքներ/ և օժանդակ նյութերի/սարքավորումների ձեռքբերումը:
Երաժշտական գործիքների և օժանդակ նյութերի/սարքավորումների տեխնիկական բնութագիրը կազմում է պայմանագրի անբաժանելի մասը, որի նախագիծը ներկայացված է սույն հրավերի N6 հավելվածում:
	Չափաբաժնի համարը
	Չափաբաժնի անվանումը

	չափաբաժին 1
	Երաժշտական գործիքներ և օժանդակ նյութեր/սարքավորումներ


2.  Գնումներին մասնակցելու իրավունքը և որակավորման չափանիշները, դրանց գնահատման կարգը
2.1 Մասնակիցը պետք է ունենա կնքվելիք պայմանագրով նախատեսված պարտավորությունների կատարման համար հրավերով պահանջվող`

1) մասնագիտական գործունեության համապատասխանություն պայմանագրով նախատեսված գործունեությանը.

2) ֆինանսական միջոցներ,

Ընդ որում մասնակցի`

- «Մասնագիտական  գործունեության  համապատասխանություն պայմանագրով նախատեսված գործունեությանը» չափանիշը գնահատվում է հետևյալ կարգով`

1)
մասնակիցը հայտով ներկայացնում է հետևյալ տեղեկությունները.

	Նախկինում կատարված պայմանագրերի

	Առարկան
	ծավալը
	գումարը (դրամ)


	պատվիրատուի անվանումը և նրա հետ կապ հաստատելու տվյալները

	1
	2
	3
	4

	Տարեթիվ` ...... թվական

	1.
	
	
	

	2.
	
	
	


2) մասնակիցը համարվում է նշված պահանջին բավարարող, եթե հայտով ներկայացնում է պահանջվող տեղեկությունները և հայտարարություն (հավելված 3.1), որ հայտը ներկայացնելու տարվան նախորդող երեք տարիների ընթացքում վերջինս պատշաճ ձևով մատուցել է գնման առարկա հանդիսացող ապրանքների ձեռքբերման գործարքներ` նախկինում կատարված պայմանագրեր: 

-
Ֆինանսական միջոցներ չափանիշը գնահատվում է հետևյալ կարգով`

1) առաջին տեղը զբաղեցրած մասնակիցը ներկայացնում է հայտարարարություն պայմանագրի կատարման համար անհրաժեշտ ֆինանսական միջոցների առկայության մասին. (հավելված 3.2),.
2) մասնակցի որակավորումը այս չափանիշի գծով գնահատվում է բավարար, եթե վերջինս ապահովում է սույն պարբերությամբ նախատեսված պահանջները:

Որակավորման չափանիշներից որևէ մեկին չբավարարելու դեպքում Մասնակցի հայտը մերժվում է:

2.2 Սույն ընթացակարգին մասնակցելու իրավունք չունեն անձինք`

1) որոնք դատական կարգով ճանաչվել են սնանկ. 

2) որոնք ունեն ժամկետանց պարտքեր Հայաստանի Հանրապետության հարկային և պարտադիր սոցիալական ապահովության վճարների գծով.

3) որոնք ներառված են Հայաստանի Հանրապետության Ֆինանսների նախարարության կողմից <<Գնումների մասին>> Հայաստանի Հանրապետության օրենքի համաձայն հրապարակված գնումների գործընթացին մասնակցելու իրավունք չունեցող մասնակիցների ցուցակում. 

4) որոնք ներառված են Հանրային հեռուստառադիոընկերության խորհրդի /այսուհետ լիազոր մարմին/ կողմից հաստատված Գնումների գործընթացին մասնակցելու իրավունք չունեցող մասնակիցների ցուցակում: Մասնակիցը երեք տարի ժամկետով ընդգրկվում է լիազորված մարմնի կողմից հաստատված ցուցակում, եթե հայտը ներկայացնելու պահին նախորդող տարվա ընթացքում ավելի քան մեկ անգամ խախտել է պայմանագրով նախատեսված կամ գնման գործընթացի շրջանակում ստանձնած պարտավորությունը, որը հանգեցրել է Պատվիրատուի կողմից պայմանագրի միակողմանի լուծմանը կամ գնման գործընթացին տվյալ մասնակցի հետագա մասնակցության դադարեցմանը, 

5)Գնման գործընթացի շրջանակում ներկայացրել է կեղծ տվյալ
6)Որպես ընտրված մասնակից հրաժարվել է պայմանագիր կնքելուց:

        2.3 Մասնակիցը, իրեն ներկայացված պահանջների համապատասխանության հիմնավորման նպատակով կարող է ներկայացնել լրացուցիչ այլ փաստաթղթեր, տեղեկություններ և նյութեր
3.  Հրավերի պարզաբանումը և հրավերում փոփոխություն կատարելու կարգը
3.1 Մասնակիցն իրավունք ունի Պատվիրատուից պահանջել հրավերի պարզաբանում:

Սույն հրավերի վերաբերյալ պարզաբանումներ ստանալու համար Մասնակիցը կարող է դիմել Պատվիրատուին` գրավոր: Այդպիսի պարզաբանումների պահանջները կարող են ներկայացվել ոչ ուշ, քան հայտերի ընդունման վերջնաժամկետը լրանալուց առնվազն  հինգ օրացուցային օր առաջ:

3.2 Պատվիրատուն պարզաբանումը տրամադրում է հարցումն ստանալու օրվան հաջորդող  երեք օրացուցային օրվա ընթացքում: 

3.3 Պարզաբանում չի տրամադրվում, եթե հարցումը կատարվել է սույն հրավերի I մասի 3.1 կետով սահմանված ժամկետի խախտմամբ, ինչպես նաև, եթե հարցումը դուրս է հրավերի բովանդակության շրջանակից:

3.4 Հայտերի ներկայացման վերջնաժամկետից առնվազն հինգ օրացուցային օր առաջ կարող են հրավերում կատարվել փոփոխություններ: Փոփոխություն կատարելու օրվան հաջորդող երեք օրացուցային օրվա ընթացքում փոփոխություն կատարելու և դրանք տրամադրելու պայմանների մասին հայտարարություն է հրապարակվում առնվազն երեք հազար տպաքանակ ունեցող տպագիր մամուլում: Սույն ընթացակարգի հրավերում փոփոխություններ կատարվելու դեպքում հայտերը ներկայացնելու վերջնաժամկետը հաշվվում է այդ փոփոխությունների մասին մամուլում հայտարարության հրապարակման օրվանից: Այդ դեպքում հայտ ներկայացրած մասնակիցները պարտավոր են երկարաձգել իրենց ներկայացրած հայտի ապահովման գործողության ժամկետը կամ ներկայացնել հայտի նոր ապահովում£

3.5 Սույն բաժնի համաձայն կատարվող գործողությունների և դրանց արդյունքների մասին կազմվում է արձանագրություն, որը կցվում է գնման ընթացակարգի արձանագրությանը:
  4.  Հայտը ներկայացնելու կարգը
          4.1 Սույն ընթացակարգին մասնակցելու համար Մասնակիցը Պատվիրատուին է ներկայացնում հայտ:  Հայտը սույն հրավերի հիման վրա մասնակցի կողմից ներկայացվող առաջարկն է: Հայտը ներկայացվում է մինչև դրա համար սույն հրավերով սահմանված ժամկետի ավարտը:
Հայտերի պատրաստման կարգը նկարագրված է սույն հրավերի II մասում` <<Հայտերը պատրաստելու>> հրահանգում:
Մասնակիցը չի կարող նույն գնման գործընթացին ներկայացնել մեկից ավելի հայտ: 
4.2  Հայտերն անհրաժեշտ է ներկայացնել Պատվիրատուին ոչ ուշ, քան 09.06.2017թ. օրվա ժամը 16:00-ը, ք. Երևան, Ալեք Մանուկյան 5 հասցեով: Հայտերը ստանում և գրանցամատյանում գրանցում է Լուսինե Դալլաքյանը (հեռ. (010) 552172 /124/): Գնահատող հանձնաժողովի քարտուղարը Լուսինե Դալլաքյանն է: Հայտերը գրանցվում են գրանցամատյանում, ըստ ստացման հերթականության, ծրարի վրա նշելով գրանցման համարը, օրը և ժամը: Մասնակցի պահանջով Պատվիրատուն տրամադրում է հայտի ընդունման մասին տեղեկանք: Հայտերը ներկայացնելու վերջնաժամկետը լրանալուց հետո ներկայացված հայտերը գրանցամատյանում չեն գրանցվում և դրանք` ստանալու օրվան հաջորդող երեք աշխատանքային օրվա ընթացքում քարտուղարի կողմից վերադարձվում են:
4.3 Մասնակիցները հայտով ներկայացնում են իրենց կողմից հաստատված`
ա. Հրավերի պահանջներին իր տվյալների համապատասխանության մասին հայտարարություն.
բ. գնային առաջարկ` մեկ բնօրինակ և մեկ պատճեն.
գ.  հայտի ապահովում` մեկ բնօրինակ և մեկ պատճեն.

դ.սույն հրավերով նախատեսված` որակավորման չափանիշների մասին տվյալները (փաստաթղթերը)` մեկ բնօրինակ.
ե. էլեկտրոնային փոստի հասցեն.
4.4 Պատվիրատուն պատասխանատվություն չի կրում փոստով ուղարկված կամ այլ կերպ ներկայացված հայտերի` վերջնական ժամկետից ուշ կամ բացված տեսքով կամ այլ կերպ վնասված ստանալու համար: 
5. Հայտի գործողության ժամկետը, հայտերում փոփոխություն կատարելու
և դրանք հետ վերցնելու կարգը
 5.1 Հայտը վավեր է մինչև <<Հանրային հեռուստաընկերության և հանրային ռադիոընկերության>> կարիքների համար գնումների գործընթացի կազմակերպման   կարգին համապատասխան պայմանագրի կնքումը, Մասնակցի կողմից հայտի հետ վերցնելը, հայտի մերժումը կամ ընթացակարգը չկայացած հայտարարվելը:

5.2 Մասնակիցը մինչև հայտերը ներկայացնելու վերջնաժամկետը կարող է փոփոխել կամ հետ վերցնել իր հայտը: Հայտի փոփոխման մասին ծանուցումը ուղարկվում է կազմված ծրարով` դրա վրա ավելացնելով <<փոփոխում>> բառը:

5.3 Հայտի փոփոխման մասին ծանուցումն ուղարկվում է  սույն հրավերի II մասի `<<Հայտը պատրաստելու>> հրահանգի պահանջներին համապատասխան կազմված ծրարով` դրա վրա ավելացնելով <<փոփոխում>> բառը: Հայտը հետ վերցնելու դեպքում Մասնակիցը, մինչև հայտերի բացվելը, ներկայացնում է այդ մասին գրավոր ծանուցում:          
6. Հայտի ապահովումը
6.1 Մասնակիցը հայտով` սույն հրավերով սահմանված կարգով, ներկայացնում է հայտի ապահովում և որոշում է հայտի ապահովման չափը, որը չի կարող պակաս լինել հայտով առաջարկվող գնի երկու տոկոսից: 

Հայտի ապահովումը ներկայացվում է մասնակցի կողմից միակողմանի հաստատված հայտարարության` տուժանքի ձևով, որի օրինակելի ձևը ներկայացված է սույն հրավերի N 5  հավելվածով:

6.2 Հայտի ապահովումը` տուժանքը, վճարում է մասնակիցը, եթե նա`

1) հայտարարվել է ընտրված մասնակից, սակայն հրաժարվում կամ զրկվում է պայմանագիր կնքելու իրավունքից.

2) խախտել է գնման գործընթացի շրջանակում ստանձնած պարտավորություն, որը հանգեցրել է գործընթացին տվյալ մասնակցի հետագա մասնակցության դադարեցմանը.

3) հայտերի բացումից հետո հրաժարվել է գնման գործընթացին հետագա մասնակցությունից: 

6.3 Հայտի ապահովման գործողության ժամկետը վավեր է մինչև Կարգին համապատասխան պայմանագրի կնքումը, Մասնակցի կողմից հայտի հետ վերցնելը, հայտի մերժումը կամ ընթացակարգը չկայացած հայտարարվելը:

6.4 Սույն հրավերի 3-րդ բաժնին համապատասխան` սույն հրավերում փոփոխություններ կատարվելու դեպքում  հայտեր ներկայացրած Մասնակիցները պարտավոր են երկարաձգել իրենց ներկայացրած հայտի ապահովման գործողության ժամկետը, կամ ներկայացնել  հայտի նոր ապահովում£ Հակառակ դեպքում  հայտը մերժվում է:

7.  Հայտերի բացումը  
7.1 Հայտերի բացումը կկատարվի գնահատող հանձնաժողովի` (այսուհետև` Հանձնաժողով) հայտերի բացման նիստում` 09.06.2017թ. օրվա ժամը 16:00-ը, ք. Երևան, Ալեք Մանուկյան 5 հասցեով: Մասնակիցը կամ նրա ներկայացուցիչը կարող է ներկա գտնվել գնահատող հանձնաժողովի նիստերին: Նրանք կարող են պահանջել հանձնաժողովի նիստերի արձանագրությունների պատճեները, որոնք տրամադրվում են մեկ աշխատանքային օրվա ընթացքում:
7.2 Հայտերի բացումն իրականցվելու է Կարգի համաձայն, այդ թվում հայտերի բացման նիստում  հրապարակվում են` 
ա) հայտ ներկայացրած յուրաքանչյուր մասնակցի անվանումը /անունը/,
բ) տեղեկություններ Հայտեր պարունակող ծրարների կազմման և ներկայացման` Հրավերի պահանջներին համապատասխանության վերաբերյալ,
գ) տեղեկություններ բացված յուրաքանչյուր ծրարում Հրավերով պահանջվող փաստաթղթեր առկայության վերաբերյալ ,
դ/ տեղեկություններ յուրաքանչյուր մասնակցի ներկայացրած փաստաթղթերի` հրավերով սահմանված վավերապայմաններին համապատասխանության մասին,
ե/ յուրաքանչյուր մասնակցի առաջարկած գինը` տառերով և թվերով արտահայտված,
զ/ տեղեկություններ Հայտերի հետ կանչման կամ փոփոխությունների մասին,
Բավարար են գնահատվում սույն հրավերով նախատեսված պայմաններին համապատասխանող հայտերը, հակառակ դեպքում հայտերը գնահատվում են անբավարար և մերժվում են:
7.3 Առաջին տեղը զբաղեցրած մասնակիցը որոշվում է` բավարար գնահատված հայտեր ներկայացրած մասնակիցների թվից` նվազագույն գնային առաջարկ ներկայացրած մասնակցին նախապատվություն տալու սկզբունքով և այն մասնակցին ընտրելու մեթոդով, որի առաջարկած գնին և ոչ գնային չափանիշներին տրված գործակիցների հանրագումարը ամենաբարձրն է: Հայտերը գնահատելիս առաջարկվող գնից բացի հաշվի են առնվում ոչ գնային այլ չափանիշներ, որոնք հնարավոր է չափել դրամական արտահայտությամբ: Ընդ որում, առաջին և հաջորդաբար տեղեր զբաղեցրած մասնակցին որոշելու համար գնային առաջարկների համեմատումն իրականացվում է առանց սույն հրավերի 2-րդ մասի 2.2 կետի դ) ենթակետում նշված հարկի գումարի հաշվարկման: Եթե հայտում անհամապատասխանություն է տեղ գտել տառերով և թվերով գրված գումարների միջև, ապա հիմք է ընդունվում տառերով գրված գումարը: Առաջարկվող գները ներկայացվում է ազգային արժույթով՝ ՀՀ դրամով:
7.4 Հանձնաժողովի, պատվիրատուի և մասնակիցների միջև բանակցություններն արգելվում են, բացառությամբ, երբ ընթացակարգին մասնակցել է մեկ մասնակից, որի ներկայացրած հայտը համապատասխանում է հրավերի պահանջներին կամ հայտերի գնահատման արդյունքում հրավերի պահանջներին համապատասխան է գնահատվել միայն մեկ մասնակցի հայտ: Սույն կետի համաձայն վարվող բանակցությունները կարող են հանգեցնել միայն առաջարկված գնի նվազեցմանը և (կամ) վճարման պայմանների փոփոխությանը.
7.5 Առաջարկված նվազագույն գների հավասարության դեպքում՝ 
1) ընտրված մասնակցին որոշելու նպատակով հանձնաժողովի նիստում առաջարկված գների նվազեցման նպատակով ոչ գնային պայմանները բավարարող գնահատված բոլոր մասնակիցների հետ վարվում են միաժամանակյա բանակցություններ, եթե նիստին ներկա են բոլոր մասնակիցները (համապատասխան լիազորություն ունեցող ներկայացուցիչները).
2) հակառակ դեպքում հանձնաժողովի նիստը կասեցվում է, և մեկ աշխատանքային օրվա ընթացքում հանձնաժողովի քարտուղարը բավարար գնահատված բոլոր մասնակիցներին էլեկտրոնային ձևով միաժամանակ ծանուցում է գների նվազեցման շուրջ միաժամանակյա բանակցությունների վարման օրվա, ժամի և վայրի մասին, 
3) բանակցությունները վարվում են ոչ շուտ, քան ծանուցումն ուղարկվելու օրվան հաջորդող օրվանից հաշված երրորդ  աշխատանքային օրը.
4) յուրաքանչյուր մասնակցի` տվյալ պահին ներկայացրած գնային առաջարկը հրապարակվում է մյուս մասնակիցների համար, և մինչև բանակացությունների համար նախատեսված վերջնաժամկետի ավարտը մասնակիցը կարող է վերանայել իր գնային առաջարկը.
5) բանակցությունների համար սահմանված վերջնաժամկետը լրանալու պահին, ըստ մասնակիցների ներկայացրած գների, որոշվում և հայտարարվում են ընտրված և հաջորդաբար տեղերը զբաղեցրած մասնակիցները.
6/ գրավոր տարբերակով ծանուցման դեպքում ծանուցումը ուղարկվում է պատվիրված նամակով` հետադարձ ծանուցմամբ, կամ մասնակիցներին հանձնվում է առձեռն` նշելով վերջինիս կողմից դրա ստացման ամսաթիվը:
7.6 Հայտերի բացման նիստին հաջորդող աշխատանքային օրվա ընթացքում հայտերի բացման նիստի արձանագրության պատճեները տրամադրվում են այն մասնակիցներին, որոնք կամ որոնց ներկայացուցիչները չեն մասնակցել այդ նիստին:
7.7 Առաջին և հաջորդաբար տեղերը զբաղեցրած մասնակիցներին որոշելու օրվանից հետո առաջին տեղը զբաղեցրած մասնակիցը հինգ աշխատանքային օրվա ընթացքում գրությամբ հանձնաժողովին է ներկայացնում իր` սույն հրավերով նախատեսված որակավորման պահանջներին համապատասխանությունը հիմնավորող` սույն հրավերին համապատասխան նախատեսված փաստաթղթերը (տեղեկությունները):
8. Հայտերի  գնահատումը,  համեմատումը  և  արդյունքների  ամփոփումը

8.1 Սույն հրավերով նախատեսված փաստաթղթերը գնահատելու նպատակով հրավիրվող նիստում` հանձնաժողովը գնահատում է ներկայացված փաստաթղթերի (տեղեկությունների) համապատասխանությունը սույն հրավերով սահմանված պահանջներին:

Սույն կետով նախատեսված փաստաթղթերի գնահատման արդյունքում` հանձնաժողովի կողմից անհամապատասխանություն արձանագրվելու (հայտնաբերվելու) դեպքում՝ քարտուղարը երեք աշխատանքային օրվա ընթացքում դրա մասին էկետրոնային եղանակով տեղեկացնում է մասնակցին՝ առաջարկելով երեք աշխատանքային օրվա ընթացքում շտկել անհամապատասխանությունը: Արձանագրված անհամապատասխանությունը սահմանված ժամկետում` 

1) շտկվելու դեպքում մասնակցի հայտը գնահատվում է բավարար.

2) չշտկվելու դեպքում, հանձնաժողովի որոշմամբ, տվյալ մասնակցի հայտը մերժվում է:

8.2. Ներկայացված փաստաթղթերը գնահատվում է բավարար, եթե սույն հրավերի 8.1 կետով նախատեսված փաստաթղթերը (տեղեկությունները) համապատասխանում են սույն հրավերով նախատեսված պահանջներին: Նման դեպքում մասնակիցը հայտարարվում է ընտրված:

8.3. Սույն հրավերի 8.2 կետի համաձայն գնահատման արդյունքում հայտը անբավարար գնահատվելու դեպքում հանձնաժողովը փաստաթղթերը ներկայացնելու պահանջ է առաջադրում հաջորդ տեղը զբաղեցրած մասնակցին:

8.4 Հայտերի գնահատման արդյունքներով կազմվում է հայտերի գնահատման նիստի արձանագրություն, որը կցվում է գնման ընթացակարգի արձանագրությանը: Արձանագրությունն ստորագրում են հանձնաժողովի նիստին ներկա անդամները: 
8.5 Մասնակիցը, իրեն ներկայացված պահանջների համապատասխանության հիմնավորման նպատակով կարող է ներկայացնել լրացուցիչ այլ փաստաթղթեր, տեղեկություններ և նյութեր:

8.6 Գնահատողը հանձնաժողովը կարող է ստուգել մասնակցի ներկայացրած տվյալների իսկությունը` օգտագործելով պաշտոնական աղբյուրներից ստացված տվյալներ կամ դրա մասին ստանալով իրավասու մարմինների գրավոր եզրակացությունը: Եթե մասնակցի ներկայացրած տվյալների իսկության ստուգման արդյունքում տվյալները որակվում են իրականությանը չհամապատասխանող, ապա գնման գործընթացներին տվյալ մասնակցի մասնակցությունը դադարեցվում է:

8.7 Սույն հրավերի 8.6 կետի կիրառման նպատակով հրավիրվում է հանձնաժողովի արտահերթ նիստ: 
8.8 Պայմանագիր կնքվելու կամ գնման ընթացակարգը չկայացած հայտարարվելու օրվան հաջորդող օրացուցային օրը հրավիրվում է արդյունքների ամփոփման նիստ, որի ընթացքում հայտարարվում են գնման ընթացակարգի արդյունքները: Ամփոփման նիստի վերաբերյալ կազմվում է արձանագրություն, որը կցվում է գնման ընթացակարգի արձանգրությանը: Արձանագրությունը ստորագրում են Գնահատող հանձնաժողովի նիստին ներկա անդամները: 

8.9 Եթե գնահատող հանձնաժողովի անդամը և (կամ) մասնակիցը հայտերի բացման վերաբերյալ ցանկանում է արտահայտել հայտերի բացման նիստի արձանագրության մեջ չներառված կարծիք /հատուկ կարծիք/, ապա դա ներկայացնում է գրավոր նիստի ընթացքում, որը կցվում է նիստի արձանագրությանը:
9. Պայմանագրի կնքումը
9.1 Պայմանագիրը կնքվում է գրավոր` մեկ փաստաթուղթ կազմելու միջոցով:

9.2 Ընտրված մասնակիցը հայտարարվելուն հաջորդող երկու օրացուցային օրվա ընթացքում պատվիրատուն էլեկտրոնային եղանակով ծանուցում է ընտրված մասնակցին` ներկայացնելով պայմանագիրը կնքելու առաջարկը և պայմանագրի նախագիծը: Եթե ընտրված մասնակիցը պայմանագիր կնքելու  մասին ծանուցումը և պայմանագրի նախագիծը ստանալուց հետո 5 աշխատանքային օրվա ընթացքում չի ստորագրում պայմանագիրը և ներկայացնում պայմանագրի ապահովում, ապա նա զրկվում է պայմանագիրը ստորագրելու իրավունքից: Ընտրված մասնակցի հետ պայմանագիր կնքվում է, եթե վերջինս ներկայացնում է պայմանագրի ապահովում:

Սույն ընթացակարգի դեպքում անգործության ժամկետը 5 օրացուցային օր է:

9.3 Մինչև սույն հրավերի 9.2 կետով նախատեսված ժամկետի ավարտը, կողմերի համաձայնությամբ, կարող են պայմանագրի նախագծում կատարվել փոփոխություններ, սակայն դրանք չեն կարող հանգեցնել գնման առարկայի բնութագրերի փոփոխմանը, ներառյալ ընտրված մասնակցի առաջարկած գնի ավելացմանը:

10. Պայմանագրի ապահովումը
10.1 Պայմանագրի կատարման ապահովման չափը կազմում է պայմանագրի գնի տասը տոկոսը: Պայմանագրի ապահովումը ներկայացվում է ընտրված մասնակցի կողմից միակողմանի հաստատված հայտարարության` տուժանքի ձևով:

10.2 Պայմանագրի ապահովումը վերադարձվում է այն ներկայացնողին` պայմանագրի կատարման,  ներառյալ պայմանագրով նախատեսված երաշխիքային ժամկետի ավարտից հետո հինգ օրացուցային օրվա ընթացքում: 
11. Ընթացակարգը չկայացած հայտարարելը
11.1 Գնման ընթացակարգը չկայացած է հայտարարում, եթե`

1) հայտերից ոչ մեկը չի համապատասխանում հրավերի պայմաններին.

2) դադարում է գոյություն ունենալ գնման պահանջը.

3) ոչ մի հայտ չի ներկայացվել.

4) պայմանագիր չի կնքվում:

11.2. Սույն ընթացակարգը չկայացած հայտարարվելուց հետո արգելվում է բացել չբացված հայտերը, որոնք վերադարձվում են մասնակիցներին:

ՄԱՍ  II

ՀՐԱՀԱՆԳ
   ՀԱՅՏԸ ՊԱՏՐԱՍՏԵԼՈՒ
1. Ընդհանուր դրույթներ
1.1 Սույն հրահանգը նպատակ ունի օժանդակել Մասնակիցներին հայտը պատրաստելիս:

1.2 Հայտը, ներառյալ դրանում ներառվող բոլոր փաստաթղթերը, պետք է կազմված լինեն հայերեն: 

2. Հայտը
2.1  Սույն ընթացակարգին մասնակցելու համար անհրաժեշտ է Պատվիրատուին ներկայացնել հայտ: 

Հայտը` սույն հրավերի հիման վրա մասնակցի կողմից ներկայացվող առաջարկն է:

2.2 Մասնակիցը հայտով ներկայացնում է իր կողմից հաստատված` ստորագրված և կնքված (եթե կիրառելի է)`

ա. բաց ընթացակարգին մասնակցելու դիմում (հավելված 1).   

բ. հայտարարություն` սույն հրավերով սահմանված մասնակցության իրավունքի պահանջներին իր տվյալների համապատասխանության մասին (հավելված 2).

գ. հայտարարություն` հրավերով նախատեսված որակավորման պահանջներին համապատասխանության մասին (հավելված 3, 3.1, 3.2), պայմանով, որ առաջին տեղը զբաղեցրած մասնակից ճանաչվելու դեպքում մասնակիցը պարտավորվում է ներկայացնել հայտարարությունը հիմնավորող` սույն հրավերով նախատեսված փաստաթղթերը (տեղեկությունները՝ պայմանագրերի պատճեներ և բանկային տեղեկանք դրամական մնացորդների վերաբերյալ).  

դ. գնի առաջարկ, որը ներառում է ինքնարժեքի հաշվարկ (վաճառքի ինքնարժեք), շահույթ և անուղղակի հարկերի ընդհանրական բաղադրիչներից բաղկացած հաշվարկի ձևով: Եթե մասնակիցն ավելացված արժեքի հարկ վճարող է, ապա մասնակցի ներկայացրած գնային առաջարկում առանձնացված տողով նախատեսվում է տվյալ պայմանագրի գծով Հայաստանի Հանրապետության պետական բյուջե վճարվելիք ավելացված արժեքի հարկի գումարի չափը: Ընդ որում, բացառությամբ Հայաստանի Հանրապետության անունից կնքված համաձայնագրերով (պայմանագրերով) նախատեսված դեպքերի մասնակցի (մասնակիցների) գնային առաջարկների գնահատումը և համեմատումն իրականացվում է առանց Հայաստանի Հանրապետության պետական բյուջե վճարվելիք ավելացված արժեքի հարկի գումարի հաշվարկման. 

ե. հայտի ապահովում`  տուժանքի ձևով  (հավելված N 5).

զ. էլեկտրոնային փոստի հասցեն (հավելված 1):

2.3 Հայտում ներառվող փաստաթղթերը դրվում են ծրարի մեջ, որը սոսնձվում և կնքվում է (եթե կիրառելի է) այն ներկայացնողի կողմից: Ծրարում ներառված փաստաթղթերը կազմվում են բնօրինակից և մեկ պատճենից: Փաստաթղթերի փաթեթների վրա համապատասխանաբար գրվում են <բնօրինակ՚> և <պատճեն> բառերը: Ծրարը և դրանում ներառված փաստաթղթերը ստորագրում է դրանք ներկայացնող մասնակիցը կամ վերջինիս կողմից լիազորված անձը /այսուհետ Գործակալ/: Եթե հայտը ներկայացնում է գործակալը, ապա հայտով ներկայացվում է վերջինիս այդ լիազորությունը վերապահված լինելու մասին փաստաթուղթ:

2.4 Սույն հրահանգի 2.3 կետում նշված ծրարի վրա հայտը կազմելու լեզվով նշվում են`

ա) պատվիրատուի անվանումը և հայտի ներկայացման վայրը (հասցեն).

բ) բաց ընթացակարգի ծածկագիրը.

գ)<<չբացել մինչև հայտերի բացման նիստը>> բառերը.

դ) մասնակցի անվանումը (անունը), գտնվելու վայրը և հեռախոսահամարը:

Հավելված 1
ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

Բաց ընթացակարգի հրավերի 

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

Բաց ընթացակարգի գնահատող հանձնաժողովին
Բաց ընթացակարգին  մասնակցելու  առաջարկ

                                                                        Հայտնում է , որ ցանկություն ունի մասնակցելու
                           Մասնակցի անվանումը¥անունը¤
<<Հայաստանի հանրային ռադիոընկերություն>> ՓԲԸ կողմից ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով հայտարարված բաց ընթացակարգին և հրավերի պահանջների համապատասխան ներկայացնում է հայտ: 

                                                        -ի էլեկտրոնային փոստի հասցեն է` 



                      (Մասնակցի անվանումը)                                                                                                                                           ( էլեկտորանային փոստի հասցեն)

                   __​​​​_______________________________________________                                                          ___________ 

                     Մասնակցի անվանումը ¥անունը¤ (ղեկավարի պաշտոնը, Անունը, Ազգանունը¤                          ¥ստորագրությունը¤


Կ.Տ.

 

______________________2017Ã.

          ¥ամսաթիվը, ամիսը¤          


Հավելված 2

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի հրավերի 

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի գնահատող հանձնաժողովին
ՀԱՅՏԱՐԱՐՈՒԹՅՈՒՆ
հրավերով սահմանված մասնակցության իրավունքի պահանջներին իր տվյալների
համապատասխանության մասին
                                                                                                       -ն հայտարարում է, որ`

                            Մասնակցի անվանումը 


1) դատական կարգով սնանկ ճանաչված չէ.

2) չունի ժամկետանց պարտքեր Հայաստանի Հանրապետության հարկային և պարտադիր սոցիալական ապահովության վճարների գծով. 
3)                                   -ի գործադիր մարմնի ներկայացուցիչը հայտը ներկայացնելու պահին 

          Մասնակցի անվանումը
նախորդող երեք տարիների ընթացքում դատապարտված չի եղել տնտեսական գործունեության կամ պետական ծառայության դեմ ուղղված հանցագործության համար, բացառությամբ այն դեպքերի, երբ դատվածությունը օրենքով սահմանված կարգով հանված կամ մարված չէ.

4)                                                  -ն ներառված չէ գնումների գործընթացին մասնակցելու իրավունք 

              Մասնակցի անվանումը 

չունեցող մասնակիցների ցուցակում.

5)                                                  -ն ներառված չէ լիազոր մարմնի կողմից հաստատված գնումների 

                         Մասնակցի անվանումը
գործընթացին մասնակցելու իրավունք չունեցող  մասնակիցների ցուցակում.

6)  բացակայում է գերիշխող դիրքի չարաշահում և հակամրցակցային համաձայնություն:

         Մասնակցի անվանումը և  (ղեկավարի պաշտոնը, անունը, ազգանունը)                                             (ստորագրությունը)


Կ. Տ.

 



  2017թ.

          (ամիսը, ամսաթիվը)          


Հավելված 3

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի հրավերի 

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի գնահատող հանձնաժողովին
ՀԱՅՏԱՐԱՐՈՒԹՅՈՒՆ
հրավերով նախատեսված որակավորման պահանջներին 

համապատասխանության մասին
                                                                                                                    -ն հայտարարում է, որ`

                                                                                                       Մասնակցի անվանումը /անունը/

ունի կնքվելիք պայմանագրով նախատեսված պարտավորությունների կատարման համար հրավերով պահանջվող`

1) մասնագիտական գործունեության համապատասխանություն պայմանագրով նախատեսված գործունեությանը.

2) ֆինանսական միջոցներ,

                                                                                 -ն պարտավորվում է առաջին տեղը 
                                                      Մասնակցի անվանումը /անունը/
զբաղեցրած մասնակից ճանաչվելու դեպքում հրավերով նախատեսված դեպքերում և կարգով ներկայացնել սույն հայտարարությունը հիմնավորող` հրավերով նախատեսված փաստաթղթերը (տեղեկությունները):       
         Մասնակցի անվանումը /անունը/  (ղեկավարի պաշտոնը, անունը, ազգանունը)                         (ստորագրությունը)


Կ. Տ.

 



  2017թ.

          (ամիսը, ամսաթիվը)          


Հավելված 3.1

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի հրավերի 

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի գնահատող հանձնաժողովին
ՀԱՅՏԱՐԱՐՈՒԹՅՈՒՆ

«Մասնագիտական գործունեության համախատասխանություն պայմանագրով նախատեսված գործունեությանը» որակավորման չափանիշին համապատասխանության մասին 

Սույնով   _________________________________________________________ն հավաստում է, որ 

Մասնակցի անվանումը /անունը/

հայտը ներկայացնելու տարվան նախորդող երեք տարիների ընթացքում վերջինս պատշաճ ձևով իրականացրել է գնման առարկա հանդիսացող կամ համանման աշխատանքների կատարման  գործարքներ` նախկինում կատարված պայմանագրեր: 

	Նախկինում կատարած պայմանագրերի 

	N


	Առարկան
	Ծավալը
	Գումարը

(դրամ)
	Պատվիրատուի և նրա հետ կապ հաստատելու տվյալները

	1
	2
	3
	4
	5

	Տարեթիվը`................թվական

	1.
	
	
	
	

	2.
	
	
	
	

	...
	
	
	
	

	Տարեթիվը`................թվական

	1.
	
	
	
	

	2.
	
	
	
	

	...
	
	
	
	

	Տարեթիվը`................թվական

	1.
	
	
	
	

	2.
	
	
	
	

	...
	
	
	
	


                  Մասնակցի անվանումը  /անունը/(ղեկավարի պաշտոնը, անունը, ազգանունը)                        (ստորագրությունը)


Կ. Տ.

 



  2017թ.

          (ամիսը, ամսաթիվը)          


                                                                                                                                   Հավելված 3.2

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի հրավերի 

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի գնահատող հանձնաժողովին
Տ Ե Ղ Ե Կ Ա Ն Ք
Անհրաժեշտ ֆինանսական միջոցների մասին

                                                    - ն 

  բաց ընթացակարգի մասնակցի անվանումը (անունը)
 հավաստում է, որ ունի անհրաժեշտ ֆինանսական միջոցներ ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով մրցույթին մասնակցելու համար:

Ըստ պահանջի պարտավորվում եմ ներկայացնել բանկային տեղեկանք առկա ֆինանսական միջոցների վերաբերյալ:

_____________________________________________________            ________________

             Մասնակցի անվանումը (անունը) (ղեկավարի պաշտոնը, Անուն Ազգանունը)                               (ստորագրությունը)
   
                                                                                                                                                             Կ. Տ.

 
                                                                                                                    _________________2017թ.

                                                                                                                                     (ամսաթիվը,ամիսը)
                                                                                                     

Հավելված 4

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի հրավերի 

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

բաց ընթացակարգի գնահատող հանձնաժողովին
ԳՆԻ ԱՌԱՋԱՐԿ
Ուսումնասիրելով ՀՀՌ-ԲԸԱՁԲ -17/12  ծածկագրով բաց ընթացակարգի հրավերը, այդ թվում կնքվելիք պայմանագրի նախագիծը,                 




 
              Մասնակցի անվանումը                                                                       առաջարկում է պայմանագիրը   կատարել հետևյալ գնով`

	Չ/հ
	Ապրանքի 

անվանումը
	Ինքնարժեք (վաճառքի ինքնարժեք)
	Շահույթ
	ԱԱՀ*
	Ընդամենը գինը (ՀՀ դրամ)
	Գինը առանց  ԱԱՀ (ՀՀ դրամ)
տառերով և թվերով

	
	
	տառերով և թվերով
	տառերով և թվերով
	տառերով և թվերով 
	տառերով և թվերով
	

	1
	2
	3
	4
	5

	6=3+4+5
	7=6-5

	1
	Երաժշտական գործիքներ և օժանդակ նյութեր/սարքավորումներ
	
	
	
	
	


· 5-րդ սյունյակը լրացվում է, եթե մասնակիցը ավելացված արժեքի հարկ վճարող է:

         Մասնակցի անվանումը և  (ղեկավարի պաշտոնը, անունը, ազգանունը)                                                              (ստորագրությունը)


Կ. Տ.

 



  2017թ.

          (ամիսը, ամսաթիվը)          


Հավելված 5

ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով 

Բաց ընթացակարգի հրավերի 

ՏՈւԺԱՆՔԻ ՄԱՍԻՆ ՀԱՄԱՁԱՅՆՈւԹՅՈւՆ N ՀՀՌ- ԲԸԱՁԲ-17/12 








                               ՙ     ՚ .............. 2017թ.

ՙ------------՚ ՍՊԸ-ն, ի դեմս Ընկերության տնօրեն ----------------յանի, որը գործում է Ընկերության կանոնադրության հիման վրա` ¥այսուհետևª Ընկերություն¤, սույնով միակողմանի սահմանում է հետևյալ տուժանքի համաձայնությունը.

1. Համաձայնության առարկան
1.1 Հաշվի առնելով, որ Ընկերությունը մասնակցում է “Հայաստանի հանրային ռադիոընկերություն” ՓԲԸ (այսուհետ` Ռադիոընկերություն) կողմից կազմակերպված` ՀՀՌ- ԲԸԱՁԲ-17/12  ծածկագրով գնման գործընթացին, պետք է ներկայացնի հայտի ապահովում և գնման գործընթացին մասնակցելուց բխող պարտավորությունների պատշաճ կատարումն ապահովելու նպատակով Ընկերությունը սահմանում է իր հետևյալ պատասխանատվությունը.

1.1.1
Ռադիոընկերության կողմից կազմակերպված ՀՀՌ-ԲԸԱՁԲ-17/12 գնման գործընթացին Ընկերության մասնակցելուց բխող` Կարգի և գնման գործընթացի հրավերով սահմանված պարտավորությունների չկատարման կամ ոչ պատշաճ կատարման դեպքում Ընկերությունը Ռադիոընկերությանը վճարում է տուժանք` ----------------------------------------------------------- (տառերով) ՀՀ դրամի չափով:

1.1.2
Ռադիոընկերությունն իրավունք ունի Ընկերության կողմից սույն համաձայնության 1.1.1 կետում նշված պարտավորություների չկատարման կամ ոչ պատշաճ կատարման դեպքում նշված գումարի գանձման պահանջ ներկայացնել Ընկերությանը, որն Ընկերությունն անվերապահորեն կկատարի նման պահանջ ստանալու օրվանից 5 բանկային օրվա ընթացքում:

1.1.3
Ընկերությունն իրավունք է վերապահում Ռադիոընկերությանն, առանց նախնական պահանջ ներկայացնելու, անվիճելի և անառարկելի կարգով գանձել համապատասխան գումար, սույն համաձայնության 1.1.1 կետում նշված գումարի սահմաններում, Ընկերությանը սպասարկող <<...............................................>> բանկում կամ Ընկերությանը սպասարկող ցանկացած այլ բանկում բացվածª Ընկերության ցանկացած  հաշվից: Սույնով <<..........................................>> ՍՊԸ-ն հանձնարարում է <<_______________>>բանկին, ինչպես նաև իրեն սպասարկող բոլոր բանկերին, սույն համաձայնության գործողության ամբողջ ժամկետի ընթացքում Ռադիոընկերության առաջին իսկ պահանջով և հետագա բոլոր պահանջներով տուժանքի մասին սույն համաձայնության հիման վրա Ընկերության բանկային հաշիվներից անակցեպտ (անվիճելի)  կարգով գանձել պահանջվող գումարը:  

2. Այլ պայմաններ
2.1 Տուժանքի սույն համաձայնությունն ուժի մեջ է մտնում Ընկերության կողմից ստորագրման և կնքման պահից ու գործում է ՀՀՌ-ԲԸԱՁԲ-17/12 ծածկագրով հրավերի վավերականության ընթացքում: 

2.2 Սույն համաձայնությունը չի կարող վաղաժամկետ դադարել, Ընկերության կողմից հետ կանչվել, փոփոխվել կամ այլ կերպ դադարել առանց Ռադիոընկերության գրավոր համաձայնության:

2.3 Սույն Համաձայնության կապակցությամբ ծագած վեճերը լուծվում են բանակցությունների միջոցով: Համաձայնություն ձեռք չբերելու դեպքում վեճերը  լուծվում են դատական կարգով:

Ընկերության հասցեն`, բանկային վավերապայմանները
	§..................................¦ ՍՊԸ
հասցեն`................................................... 

§..................................................... բանկ¦

հ/հ ............................................................

ՀՎՀՀ.......................................................

	տնօրեն .................................................. 

---------------------------------

                   Ստորագրություն



Հավելված 6

ՀՀՌ- ԲԸԱՁԲ -17/12 ծածկագրով 

Բաց ընթացակարգի հրավերի 

ՄԱՏԱԿԱՐԱՐՄԱՆ ԳՆՄԱՆ ՊԱՅՄԱՆԱԳԻՐ  N ՀՀՌ- ԲԸԱՁԲ -17/12 
 ք. Երևան                                                                                                                                                              ----------------- 2017թ.
<<                 >>ՍՊ ընկերությունը, ի դեմս տնօրեն ------------------, որը գործում է ընկերության կանոնադրության հիման վրա (այսուհետ՝ Մատակարար), մի կողմից, և  <<Հայաստանի հանրային ռադիոընկերություն>>ՓԲ ընկերությունը, ի դեմս գործադիր տնօրեն Ա.Սաղաթելյանի, որը գործում է ընկերության կանոնադրության հիման վրա (այսուհետ` Գնորդ), մյուս կողմից, կնքեցին սույն պայմանագիրը հետևյալի մասին.
1.Պայմանագրի առարկան
1.1 Մատակարարը պարտավորվում է սույն պայմանագրով սահմանված կարգով Գնորդին հանձնել սույն պայմանագրի թիվ 1 հավելվածով նախատեսված Տեխնիկական բնութագրով սահմանված երաժշտական գործիքներ և օժանդակ նյութեր/սարքավորումներ (այսուհետ` Ապրանք), իսկ Գնորդը պարտավորվում է ընդունել այդ Ապրանքը և վճարել դրա համար: 
2. Մատակարարման պայմանները
2.1 Մատակարարն Ապրանքը մատակարարում է սույն պայմանագրի թիվ 2 հավելվածով սահմանված ժամկետում և ծավալով:        
                2.2  Պայմանագրի կատարման վերջնաժամկետ 10.07.2017թ.:

3. Կողմերի իրավունքները և պարտականությունները
3.1 Գնորդն իրավունք ունի`
3.1.1 Եթե հանձնվել է անպատշաճ որակի` սույն պայմանագրի պայմաններին չհամապատասխանող Ապրանք`
ա) պահանջել հատուցելու Ապրանքի անպատշաճ որակի լինելու պատճառով իր կատարած ծախսերը,
բ) չընդունել Ապրանքն` իր հայեցողությամբ սահմանելով անպատշաճ որակի Ապրանքը սույն պայմանագրին համապատասխանող որակի Ապրանքով անհատույց փոխարինման ողջամիտ ժամկետ, պահանջել Մատակարարից վճարելու սույն պայմանագրի 6.4 կետով նախատեսված տուգանքը,
գ) հրաժարվել սույն պայմանագիրը կատարելուց և պահանջել վերադարձնելու Ապրանքի համար վճարված գումարը:
3.1.2 Եթե հանձնվել է տեսակի պայմանի խախտմամբ Ապրանք, իր ընտրությամբ՝
ա) հրաժարվել հանձնված Ապրանքից և պահանջել վճարել սույն պայմանագրի 6.2 կետով նախատեսված տույժը,
գ) պահանջել տեսակի վերաբերյալ պայմանին չհամապատասխանող ապրանքի փոխարինում սույն պայմանագրով նախատեսված տեսակին համապատասխան Ապրանքով:
3.1.3 Միակողմանի լուծել սույն պայմանագիրը,  եթե Մատակարարն էականորեն խախտել է սույն պայմանագրի պայմանները`
3.1.4.1 Մատակարարի կողմից պայմանագրի պայմանների խախտելն էական է համարվում, եթե՝
ա) մատակարարվել է անպատշաճ որակի Ապրանք, որը չի կարող փոխարինվել Գնորդի համար ընդունելի ժամկետում:

3.1.5 Զննել Ապրանքը և հայտնաբերված թերությունների մասին անհապաղ տեղեկացնել Մատակարարին:
3.2 Գնորդը պարտավոր է՝
3.2.1 կատարել սույն պայմանագրին համապատասխան մատակարարված Ապրանքի ընդունումն ապահովող բոլոր անհրաժեշտ գործողությունները,
3.2.2 Ապրանքի քանակի, տեսականու, որակի մասին սույն պայմանագրի պայմանները խախտելու մասին Մատակարարին ծանուցել թերությունը հայտնաբերելուց հետո անմիջապես կամ այն բանից հետո` ողջամիտ ժամկետում, երբ պայմանագրի համապատասխան պայմանի խախտումը պետք է հայտնաբերված լիներ՝ ելնելով Ապրանքի բնույթից և նշանակությունից:
3.3 Մատակարարն իրավունք ունի՝
3.3.1 Գնորդից պահանջել ընդունելու սույն պայմանագրով նախատեսված կարգով և ժամկետներում մատակարարված Ապրանքը,
3.3.2 Գնորդից պահանջել վճարելու սույն պայմանագրով նախատեսված կարգով և ժամկետներում մատակարարված Ապրանքի համար իրեն վճարման ենթակա գումարները,
3.3.3 միակողմանի լուծել սույն պայմանագիրը, եթե Գնորդն էականորեն խախտել է սույն պայմանագրի պայմանները`
3.3.3.1. Գնորդի կողմից պայմանագրի պայմանների խախտելն էական է համարվում, եթե խախտվել է Ապրանքի համար վճարման ժամկետները:
3.4 Մատակարարը պարտավոր է՝
3.4.1 Գնորդին հանձնել Ապրանքը` սույն պայմանագրով նախատեսված կարգով և ժամկետներում,
3.4.2 Ապահովել Ապրանքի մատակարարումը սույն պայմանագրին համապատասխան՝ Գնորդի կողմից սահմանված ժամկետներում,
3.4.3 Գնորդին հանձնել երրորդ անձանց իրավունքներից ազատ Ապրանք,
3.4.4 Գնորդին հանձնել սույն պայմանագրի թիվ 1 և 2 հավելվածներով նախատեսված որակի և քանակի Ապրանք՝ սույն պայմանագրով նախատեսված կարգով և ժամկետներում, իսկ Գնորդի պահանջով տրամադրել Ապրանքի որակը հավաստող՝ ՀՀ օրենսդրությամբ սահմանված փաստաթղթեր,
3.4.5 առանձին փուլում թերի մատակարարում թույլ տալու դեպքում, սույն պայմանագրով նախատեսված կարգով, հաջորդ փուլում (փուլերում) լրացնել թերի մատակարարվածը,
3.4.6 Սույն պայմանագրով նախատեսված դեպքերում վճարել սույն պայմանագրի 6.2 և 6.4 կետերով նախատեսված տույժը և տուգանքը,
3.4.7 Գնորդին հանձնել Ապրանքի պատկանելիքները և համապատասխան փաստաթղթերը,
4. Ապրանքի գինը և վճարման կարգը
4.1Սույն պայմանագրի գինը կազմում է -------------------------/------------------------------/ ՀՀ դրամ, ներառյալ ԱԱՀ: Գինը ներառում է Մատակարարի կողմից իրականացվող բոլոր ծախսերը:
4.2Սույն պայմանագրով մատակարարման ենթակա Ապրանքի յուրաքանչյուր միավորի գինը, ներառյալ ԱԱՀ, ներկայացված է սույն պայմանագրի անբաժանելի մասը կազմող թիվ 2 հավելվածում: 
4.3Գնի ցանկացած փոփոխություն իրականացվում է միայն համաձայնագրով:
4.4Գնորդն իրեն մատակարարված Ապրանքի դիմաց վճարում է անկանխիկ` դրամական միջոցները Մատակարարի հաշվարկային հաշվին փոխանցելու միջոցով:
4.5Վճարումը կատարվում է սույն պայմանագրի 6 կետում նշված հանձման-ընդունման ակտը և հաշիվ-ապրանքագիրն երկկողմանի ստորագրելուց հետո` տաս օրվա ընթացքում:
5.   Ապրանքի հանձնումը և ընդունումը
5.1 Մեկ տեսակի գերազանցմամբ Ապրանքի հանձնումը չի ծածկում այլ տեսակի Ապրանքի թերի հանձնումը:
5.2 Մատակարարն Ապրանքը հանձնելիս Գնորդին է ներկայացնում հանձնած Ապրանքի մասին իր կողմից ստորագրված հանձնման-ընդունման ակտի և հաշիվ-ապրանքագրի երկուական օրինակ:
5.3Գնորդը` հանձնման-ընդունման ակտը և հաշիվ-ապրանքագիրը ստանալու պահից երկու օրվա ընթացքում Մատակարարին է ներկայացնում իր կողմից ստորագրված հանձնման-ընդունման ակտի և հաշիվ-ապրանքագրի մեկական օրինակները կամ Ապրանքը չընդունելու պատճառաբանված մերժումը:
5.4 Ապրանքը Գնորդի կողմից ընդունված է համարվում հանձնման-ընդունման ակտն երկկողմանի ստորագրելու պահից:
5.5 Ապրանքի պատահական կորստի կամ պատահական վնասվածքի ռիսկը Գնորդին է անցնում սույն պայմանագրով սահմանված կարգով Ապրանքի հանձնման-ընդունման ակտն երկկողմանի ստորագրելու պահից:
6. Կողմերի պատասխանատվությունը
6.1 Մատակարարը պատասխանատվություն է կրում հանձնած Ապրանքի որակի և մատակարարման ժամկետների համար:
6.2 Մատակարարի կողմից սույն պայմանագրով նախատեսված մատակարարման ժամկետների խախտման դեպքում Մատակարարից յուրաքանչյուր ուշացված օրվա համար գանձվում է տույժ` սահմանված ժամկետում չմատակարարված ապրանքի գնի 0,05 տոկոսի չափով, իսկ տույժերի հաշվարկումն իրականացվում է օրացուցային օրերով:
6.3 Սույն պայմանագրի 6.2 և 6.4 կետերով նախատեսված տույժը և տուգանքը հաշվարկվում և հաշվանցվում են Մատակարարին վճարման ենթակա գումարներից:
6.4  Սույն պայմանագրով սահմանված  Տեխնիկական բնութագրին չհամապատասխանող
Ապրանք մատակարարելու յուրաքանչյուր դեպքում Մատակարարից գանձվում է տուգանք` Տեխնիկական բնութագրին չհապատասխանող Ապրանքի ընդհանուր գնի 0,05%-ի չափով:
6.5   Գնորդի կողմից սույն պայմանագրով նախատեսված վճարման ժամկետի խախտման համար Գնորդի նկատմամբ յուրաքանչյուր ուշացված օրվա համար հաշվարկվում է տույժ` վճարման ենթակա, սակայն չվճարված գումարի 0,05%-ի չափով:
6.6 Սույն պայմանագրով չնախատեսված դեպքերում կողմերն իրենց պարտավորությունները չկատարելու կամ ոչ պատշաճ կատարելու համար պատասխանատվություն են կրում ՀՀ օրենսդրությամբ սահմանված կարգով:
6.7 Տույժերի վճարումը Կողմերին չի ազատում իրենց պայմանագրային պարտավորությունները լրիվ կատարելուց:
7. Անհաղթահարելի ուժի ազդեցությունը <<ՖՈՐՍ-ՄԱԺՈՐ>>
Սույն պայմանագրով նախատեսված պարտավորություններն ամբողջությամբ կամ մասնակիորեն չկատարելու համար կողմերն ազատվում են պատասխանատվությունից, եթե դա եղել է անհաղթահարելի ուժի ազդեցության հետևանքով, որը ծագել է սույն պայմանագիրը կնքելուց հետո, և որը կողմերը չէին կարող կանխատեսել կամ կանխարգելել£ Այդպիսի իրավիճակներ են երկրաշարժը, ջրհեղեղը, հրդեհը, պատերազմը, ռազմական և արտակարգ դրություն հայտարարելը, քաղաքական հուզումները, գործադուլները, հաղորդակցության միջոցների աշխատանքի դադարեցումը, պետական մարմինների ակտերը և այլն, որոնք անհնարին են դարձնում սույն պայմանագրով պարտավորությունների կատարումը£ Եթե արտակարգ ուժի ազդեցությունը շարունակվում է 3 (երեք) ամսից ավելի, ապա կողմերից յուրաքանչյուրն իրավունք ունի լուծել պայմանագիրը` այդ մասին նախապես տեղյակ պահելով մյուս կողմին£
8. Այլ պայմաններ
8.1 Սույն պայմանագիրն ուժի  մեջ է մտնում այն ստորագրելու պահից և գործում է մինչև սույն պայմանագրով ստանձնած պարտավորությունների ամբողջությամբ կատարումը:
8.2 Սույն պայմանագրում բոլոր փոփոխությունները և լրացումները կատարվում են կողմերի գրավոր համաձայնությամբ:
8.3Սույն պայմանագրի թվով երկու հավելվածները հանդիսանում են սույն պայմանագրի անբաժանելի մասը:
8.4Սույն պայմանագրով չկարգավորված բոլոր հարցերն ենթակա են լուծման ՀՀ օրենսդրությամբ սահմանված կարգով:
8.5Սույն պայմանագրի կապակցությամբ ծագած վեճերը լուծվում են բանակցությունների միջոցով` Համաձայնություն ձեռք չբերելու դեպքում վեճերը լուծվում են դատական կարգով:
8.6Սույն պայմանագիրը կնքված է հայերեն լեզվով, երկու օրինակից, որոնք ունեն հավասարազոր իրավաբանական ուժ: Յուրաքանչյուր կողմին տրվում է մեկական օրինակ:

9. Կողմերի հասցեները, բանկային վավերապայմանները և ստորագրությունները

	Գնորդ


	Մատակարար

	<<Հայաստանի հանրային ռադիոընկերություն>>     ՓԲԸ 
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1. Համաձայնության առարկան

1.1 Հաշվի առնելով, որ Ընկերությունը մասնակցում է <<Հայաստանի հանրային ռադիոընկերություն>> ՓԲԸ (այսուհետ` Ռադիոընկերություն) կողմից կազմակերպված` ՀՀՌ- ԲԸԱՁԲ -17/12  ծածկագրով բաց ընթացակարգի միջոցով գնում կատարելու ընթացակարգին, պետք է ներկայացնի պայմանագրի կատարման ապահովում և նշված ընթացակարգի շրջանակներում կնքվելիք գնման պայմանագրով Ընկերության ստանձնած պարտավորությունների պատշաճ, ժամանակին և ամբողջ ծավալով կատարումն ապահովելու նպատակով Ընկերությունը սահմանում է իր հետևյալ պատասխանատվությունը.

<<Հայաստանի հանրային ռադիոընկերություն>> ՓԲԸ-ի  կողմից կազմակերպած «ՀՀՌ- ԲԸԱՁԲ -17/12 » ծածկագրով բաց ընթացակարգի միջոցով գնում կատարելու ընթացակարգի արդյունքում կնքվելիք երաժշտական գործիքներ և օժանդակ նյութեր/սարքավորումներ գնման № «ՀՀՌ- ԲԸԱՁԲ -17/12»     պայմանագրից բխող պարտավորությունների չկատարման կամ ոչ պատշաճ կատարման,  պայմանագրով ստանձնած պարտավորությունների կատարումից խուսափելու կամ հրաժարվելու, ինչպես նաև գնումների մասին ՀՀ օրենսդրությամբ սահմանված պարտականությունները չկատարելու կամ ոչ պատշաճ կատարելու դեպքում, Ընկերությունը <<Հայաստանի հանրային ռադիոընկերություն>> ՓԲԸ-ին վճարում է տուժանք` պայմանագրի ընդհանուր գնի 10%-ի չափով ` --------------------------- (---------------------) ՀՀ դրամի չափով։

1.2 <<Հայաստանի հանրային ռադիոընկերություն>> ՓԲԸ-ն իրավունք ունի Ընկերության կողմից սույն համաձայնության 1.1 կետում նշված պարտավորություների չկատարման կամ ոչ պատշաճ կատարման դեպքում նշված գումարի գանձման պահանջ ներկայացնել Ընկերությանը, որը Ընկերությունը անվերապահորեն կկատարի նման պահանջ ստանալու օրվանից  5  բանկային օրվա ընթացքում:

1.3 Ընկերությունն իրավունք է վերապահում <<Հայաստանի հանրային ռադիոընկերություն>> ՓԲԸ-ին, առանց նախնական պահանջ ներկայացնելու, անվիճելի և անառարկելի կարգով գանձել համապատասխան գումար, սույն համաձայնության 1.1 կետում նշված գումարի սահմաններում, Ընկերությանը սպասարկող <<Ընկերության բանկի անվանումը>> կամ Ընկերությանը սպասարկող ցանկացած այլ բանկում բացված՝ Ընկերության ցանկացած  հաշվից: Սույնով Ընկերությունը հանձնարարում է <<Ընկերության բանկի անվանումը>>-ին, ինչպես նաև իրեն սպասարկող բոլոր բանկերին, սույն համաձայնության գործողության ամբողջ ժամկետի ընթացքում <<Հայաստանի հանրային ռադիոընկերություն>> ՓԲԸ-ի առաջին իսկ պահանջով և հետագա բոլոր պահանջներով տուժանքի մասին սույն համաձայնության հիման վրա Ընկերության բանկային հաշիվներից անակցեպտ (անվիճելի)  կարգով գանձել պահանջվող գումարը։  

2. Այլ պայմաններ

2.1 Տուժանքի սույն համաձայնությունն ուժի մեջ է մտնում Ընկերության կողմից ստորագրման և կնքման պահից և գործում է մինչև վերը նշված պայմանագրի կատարման  վերջնաժամկետը: 

2.2 Սույն համաձայնությունը չի կարող վաղաժամկետ դադարել, Ընկերության կողմից հետ կանչվել, փոփոխվել կամ այլ կերպ դադարել առանց Հայաստանի հանրային ռադիոընկերություն ՓԲԸ-ի գրավոր համաձայնության:

2.3 Սույն Համաձայնության կապակցությամբ ծագած վեճերը լուծվում են բանակցությունների միջոցով: Համաձայնություն ձեռք չբերելու դեպքում վեճերը լուծվում են դատական կարգով:

Ընկերության հասցեն`, բանկային վավերապայմանները
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մատակարարման Գնման պայմանագրի 
Մատակարարման ենթակա երաժշտական գործիքների և օժանդակ նյութերի/սարքավորումների տեխնիկական բնութագիրը
1.  
2  հատ
USB 3.0 and Thunderbolt Audio Interface 188-Channel, 24-Bit/192kHz High-End

Connectivity:

94 Input / 94 Output channels

12 x Analog I/O

4 x Mic/Instrument Preamp, digitally controlled

1 x AES/EBU I/O

2 x ADAT I/O (or 1 x ADAT I/O plus 1 x SPDIF I/O optical)

1 x Word Clock I/O / MADI Coaxial

1 x MADI optical I/O

2 x MIDI I/O

1 x Thunderbolt™ connectivity

1 x USB 3.0

TotalMix FX

Optional: Advanced Remote Control USB

Technical Specification:

Analog
AD, Line In 1-8, Rear 
Resolution AD: 24 bit

Signal to Noise ratio (SNR): 113 dB RMS unweighted, 116 dBA

Frequency response @ 44.1 kHz, -0.1 dB: 5 Hz – 20.8 kHz

Frequency response @ 96 kHz, -0.5 dB: 3 Hz – 45.8 kHz

Frequency response @ 192 kHz, -1 dB: 2 Hz – 92 kHz

THD: < -110 dB, < 0.00032 %

THD+N: < -104 dB, < 0.00063 %

Channel separation: > 110 dB

Maximum input level: +19 dBu

Input: 6.3 mm TRS jack, electronically balanced

Input impedance: 8 kOhm unbalanced, 12 kOhm balanced

Input sensitivity switchable to Lo Gain, +4 dBu

Input level for 0 dBFS @ Lo Gain: +19 dBu

Input level for 0 dBFS @ +4 dBu: +13 dBu

Variable gain: 0 to +12 dB

Minimum level for 0 dBFS: +1 dBu, -1.2 dBV

Microphone In 9-12, Front

As AD, but: 

Input: XLR, electronically balanced

Input impedance: 3.4 kOhm

Signal to Noise ratio (SNR): 115 dB RMS unweighted, 118 dBA

Gain range: 75 dB

Maximum input level, Gain 0 dB: +18 dBu

Maximum input level, Gain 75 dB: -57 dBu

CLIP LED: 0 dBFS • SIG LED: -60 dBFS

Instrument In 9-12, Front

As AD, but:

Input: 6.3 mm TS jack, unbalanced

Input impedance: 1 Mohm

Signal to Noise ratio (SNR): 114 dB RMS unweighted, 118 dBA

Gain range: 42 dB

Maximum input level, Gain 8 dB: +21 dBu

Maximum input level, Gain 50 dB: -21 dBu

DA, Line Out 3-8, rear

Resolution: 24 bit

Dynamic range (DR): 115 dB RMS unweighted, 118 dBA

Frequency response @ 44.1 kHz, -0.5 dB: 5 Hz – 20.8 kHz

Frequency response @ 96 kHz, -0.5 dB: 5 Hz – 45 kHz

Frequency response @ 192 kHz, -1 dB: 5 Hz - 89 kHz

THD: < -110 dB, < 0.00032 %

THD+N: < -104 dB, < 0.00063 %

Channel separation: > 110 dB

Maximum output level: +19 dBu

Output: 6.3 mm TRS jack, servo-balanced

Output impedance: 75 Ohm unbalanced, 150 Ohm balanced

Output level switchable Hi Gain, +4 dBu, -10 dBV

Output level at 0 dBFS @ Hi Gain: +19 dBu

Output level at 0 dBFS @ +4 dBu: +13 dBu

Output level at 0 dBFS @ -10 dBV: +2 dBV

DA - Stereo Monitor Output XLR (1-2)

As DA, but: 

Output: XLR, balanced

Output level switchable 24 dBu, Hi Gain, +4 dBu, -10 dBV

Output level at 0 dBFS @ 24 dBu: +24 dBu

Output level at 0 dBFS @ Hi Gain: +19 dBu

Output level at 0 dBFS @ +4 dBu: +13 dBu

Output level at 0 dBFS @ -10 dBV: +2 dBV

DA - Stereo Monitor Output Phones (9-12)

As DA, but: 

Output: 2 x 6.3 mm TRS stereo jack, unbalanced

Maximum output level at 0 dBFS, High: +19 dBu

Maximum output level at 0 dBFS, Low: +2 dBV

Output impedance: 2 Ohm

Max power per channel @ 32 Ohm load, 0.1% THD: 210 mW (2.6 Vrms, +10.5 dBu)

MIDI

2 x MIDI I/O via 5-pin DIN jacks

Galvanically isolated by optocoupled input

Hi-speed mode: Jitter and response time typically below 1 ms

Separate 128 byte FIFOs for input and output

1 x MIDI I/O via MADI

Invisible transmission via User bit of channel 56 (up to 48 kHz)

Invisible transmission via User bit of channel 28 (up to 96 kHz)

Digital

Clocks: Internal, ADAT, AES, MADI, word clock

Low Jitter Design: < 1 ns in PLL mode, all inputs

Internal clock: 800 ps Jitter, Random Spread Spectrum

Jitter suppression of external clocks: > 30 dB (2.4 kHz)

Effective clock jitter influence on AD and DA conversion: near zero

PLL ensures zero dropout, even at more than 100 ns jitter

Digital Bitclock PLL for trouble-free varispeed ADAT operation

Supported sample rates: 28 kHz up to 200 kHz

Digital Inputs

MADI

Optical via FDDI duplex SC connector

62.5/125 and 50/125 compatible

Coaxial via BNC (Word Clock input), 75 Ohm

High-sensitivity input stage (< 0.2 Vpp) • Accepts 56 channel and 64 channel mode, plus 96k Frame

Standard: up to 64 channels 24 bit 48 kHz

S/MUX: up to 32 channels 24 bit 96 kHz

S/MUX4: up to 16 channels 24 bit 192 kHz

Lock range: 25 kHz – 54 kHz

Jitter when synced to input signal: < 1 ns

AES/EBU

1 x XLR, transformer-balanced, galvanically isolated, according to AES3-1992

High-sensitivity input stage (< 0.3 Vpp) • SPDIF compatible (IEC 60958)

Accepts Consumer and Professional format

Lock range: 27 kHz – 200 kHz

Jitter when synced to input signal: < 1 ns

Jitter suppression: > 30 dB (2.4 kHz)

ADAT Optical

2 x TOSLINK, format according to Alesis specification

Standard: 2 x 8 channels 24 bit, up to 48 kHz

Double Speed (S/MUX): 2 x 4 channels 24 bit 96 kHz

Quad Speed (S/MUX4): 2 x 2 channels 24 bit 192 kHz

Bitclock PLL ensures perfect synchronisation even in varispeed operation

Lock range: 31.5 kHz – 50 kHz • Jitter when synced to input signal: < 1

SPDIF optical (ADAT2)

1 x optical, according to IEC 60958

Accepts Consumer and Professional format

Lock range: 27 kHz – 200 kHz

Jitter when synced to input signal: < 1 ns

Jitter suppression: > 30 dB (2.4 kHz)

Word Clock

BNC

Internal termination 75 Ohm switchable

Automatic Double/Quad Speed detection and internal conversion to Single Speed

SteadyClock guarantees super low jitter synchronization even in varispeed operation

Not affected by DC-offsets within the network

Signal Adaptation Circuit: signal refresh through auto-center and hysteresis

Overvoltage protection

Level range: 1.0 Vpp – 5.6 Vpp

Lock Range: 27 kHz – 200 kHz

Jitter when synced to input signal: < 1 ns

Jitter suppression: > 30 dB (2.4 kHz)

Digital Outputs

MADI

Optical via FDDI duplex SC connector

62.5/125 and 50/125 compatible

Cable length: up to 2000 m

Coaxial via BNC, 75 Ohm

Output voltage 600 mVpp

Cable length: up to 100 m

Generates 56 channel and 64 channel mode, plus 96k Frame

Standard: up to 64 channels 24 bit 48 kHz

S/MUX / 96k Frame: up to 32 channels 24 bit 96 kHz

S/MUX4: up to 16 channels 24 bit 192 kHz

AES/EBU
XLR, transformer-balanced, galvanically isolated, according to AES3-1992

Output level Professional 4.5 Vpp, Consumer 2.6 Vpp

Format Professional according to AES3-1992 Amendment 4

Format Consumer (SPDIF) according to IEC 60958

Single Wire mode, sample rate 28 kHz up to 200 kHz

ADAT

2 x TOSLINK

Standard: 2 x 8 channels 24 bit, up to 48 kHz

Double Speed (S/MUX): 2 x 4 channels 24 bit 96 kHz

Quad Speed (S/MUX4): 2 x 2 channels 24 bit 192 kHz

SPDIF optical (ADAT2)

Format Consumer (SPDIF) according to IEC 60958

Sample rate 28 kHz up to 200 kHz

Word Clock
BNC

Max. output voltage: 5 Vpp

Output voltage @ 75 Ohm termination: 4.0 Vpp

Output impedance: 10 Ohm

Frequency range: 27 kHz – 200 kHz

General

Power supply: Internal switching PSU, 100 - 240 V AC, 36 Watts

Idle power consumption: 19 Watts

Typical power consumption: 22-25 Watts

Dimensions including rack ears (WxHxD): 483 x 44 x 210 mm (19" x 1.73" x 8.5")

Dimensions without rack ears (WxHxD): 440 x 44 x 210 mm (17.3" x 1.73" x 8.3")

Total depth: 240 mm (9.4”)

Weight: 3 kg ( 6.6 lbs)

Temperature range: +5° up to +50° Celsius (41° F up to 122°F)

Relative humidity: < 75%, non condensing
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8-Channel Microphone Preamp and AD Converter to AES/EBU & ADAT

Connectivity:

8 x Mic / Line Preamp Input (XLR/TRS Combo)

8 x Line Output (TRS balanced)

8 x AD-converter (up to 192 kHz)

2 x ADAT Output (S/MUX, up to 96 kHz)

4 x AES/EBU Output (D-sub, up to 192 kHz)

1x AES/SPDIF Sync Input

Phase, Low Cut and Phantom power per channel

Clip Hold Memory

Technical Specification:

8 balanced XLR/TRS mic/line inputs

54 dB gain range

Input impedance: XLR 2 kOhm, TRS 5 kOhm

Analog input level: from -40 dBu up to +21 dBu

Maximum output level: +21 dBu

Output impedance: 75 Ohm

Output level switchable Hi Gain / +4 dBu / -10 dBV

Signal to noise ratio (SNR): 129 dB EIN @ 150 Ohm

THD: < 0.0005 % @ 30 dB Gain

Large frequency range (200 kHz) with special EMI input filtering

Frequency response -0.5 dB: 5 Hz - 200 kHz

Hi-pass filter: 80 Hz, 18 dB/oct.

Line Out: 1/4" TRS (6.3 mm stereo jack), servo-balanced

Phantom power: +48 Volt switchable per channel

Internal wide range switching power supply 100-240 Volt AC

AD conversion

SNR: >110 dB(A)

Supported sample rates: 28 kHz - 200 kHz

THD: < 0.0003 %, < -110 dB

Sync Sources: AES/EBU (also SPDIF coaxial), wordclock, internal

SteadyClock(TM) ensures best sound quality even with jittery external clocks

Dimensions (W x D x H): 483 x 242 x 89 mm 

Weight: 2 kg
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DAW Control Surface with Programmable Touchscreen, 4 Touch-sensitive Motorized Faders, Programmable Knobs and Buttons, Transport Controls, and Monitoring Software - Mac/PC

SPECIFICATIONS:

SYSTEM REQUIREMENTS:

WINDOWS

OS: Windows 7 (32- or 64- bit), Windows 8

Processor: 1 GHz or faster 32-bit (x86) or 64-bit (x64)

RAM: 1 GB (32-bit) / 2 GB (64-bit)

Hard disk space: 500 MB

Ethernet port: 10/100 Base-T

MAC OS X

OS: Mac OS X 10.5 or higher (32- or 64-bit)

Processor: Intel processor
RAM: 1 GB (2 GB or more recommended)
Hard disk space: 500 MB

Ethernet port: 10/100 Base-T

HARDWARE SPECIFICATIONS

Dimensions (W x D x H): 50.8 x 24.1 x 3 cm

Weight: 2.5 kg

Screen size: 15.2 x 9.1 cm

Line voltage: 100–240V AC

Frequency: 50Hz–60Hz

COMPATIBLE AUDIO SOFTWARE

Pro Tools

Adobe Audition

Apple Logic Pro X

Cakewalk SONAR

MAGIX Sequoia

Merging Pyramix

MOTU Digital Performer

Steinberg Cubase

Steinberg Nuendo

COMPATIBLE VIDEO SOFTWARE

Media Composer

NewsCutter

Symphony

Adobe Premiere Pro

NewTek Tricaster
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Compact Control Surface with 8 Touch-sensitive Motorized Faders, Rotary Encoders, Programmable Buttons, and Ethernet Connectivity - Mac/PC

SPECIFICATIONS:

SYSTEM REQUIREMENTS:

WINDOWS

OS: Windows 7 (32- or 64- bit), Windows 8

Processor: 1 GHz or faster 32-bit (x86) or 64-bit (x64)

RAM: 1 GB (32-bit) / 2 GB (64-bit)

Hard disk space: 500 MB

Ethernet port: 10/100 Base-T

MAC OS X

OS: Mac OS X 10.5 or higher (32- or 64-bit)

Processor: Intel processor

RAM: 1 GB (2 GB or more recommended)

Hard disk space: 500 MB

Ethernet port: 10/100 Base-T

HARDWARE SPECIFICATIONS

Dimensions (W x D x H): 42.7 × 24.1 × 3 cm

Weight: 2.5 kg

Screen size: 15.2 x 9.1 cm

Line voltage: 100–240V AC

Frequency: 50Hz–60Hz

COMPATIBLE AUDIO SOFTWARE

Pro Tools

Adobe Audition

Apple Logic X

Cakewalk SONAR

MAGIX Sequoia

Merging Pyramix

MOTU Digital Performer

Steinberg Cubase

Steinberg Nuendo

COMPATIBLE VIDEO SOFTWARE

Media Composer

NewsCutter

Symphony

Adobe Premiere Pro

NewTek Tricaster
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Music Production Software

Unlimited Audio, MIDI, Instrument Tracks

256 Physical Inputs and Outputs

32-Bit/192 kHz 5.1 Surround Audio Engine

8 VIs and Over 90 Audio and MIDI Effects

Lower Zone: Integrated Project Editors

Sampler Track with Caleidoscope Library

Key, Score, Drum, List, & Sample Editors

MixConsole and Integrated Control Room

VST Transit for Cloud Collaboration

Mac OS X, Windows

SPECIFICATIONS:

Mac System Requirements:

OS X 10.11 / macOS Sierra
64-bit Intel or AMD multi-core processor (Intel i5 or faster recommended)
4 GB RAM (8 GB or more recommended)
18 GB free HD space
1366 x 768 display resolution (1920 x 1080 recommended)
USB port for USB-eLicenser (license management)
OS-compatible audio hardware
Internet connection required for activation, account setup, access to manual and personal/product registration
Additional downloads may be required for the installation

Windows System Requirements:

64-bit Windows 7 / 8.x / 10
64-bit Intel or AMD multi-core processor (Intel i5 or faster recommended)
4 GB RAM (8 GB or more recommended)
18 GB free HD space
1366 x 768 display resolution (1920 x 1080 recommended)
Graphics card with DirectX 10 and WDDM 1.1 support (Windows only)
USB port for USB-eLicenser (license management)
OS-compatible audio hardware
Internet connection required for activation, account setup, access to manual and personal/product registration
Additional downloads may be required for the installation

Package Weight: 0.1 lb

Box Dimensions (LxWxH): 18.79 x 14.22 x 1.52
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Audio Post-Production Software (Retail) 

Game Audio Connect

Fully Integrated Re-Conforming

Advanced Project Collaboration

VCA Fader Support

Render Export and Render-In-Place

Up to 13.1 Surround

Extensive Foley Recording Support

Effects, Plug-Ins, 1.5 GB Sound Library

Mac OS X, Windows

SPECIFICATIONS:

Mac System Requirements:
Intel dual core CPU 
OS X Version 10.9, 10.10 
8 GB RAM (4 GB minimum) 
15 GB free hard drive space 
Core Audio compatible audio hardware 
Display resolution of 1920 x 1080 recommended (1366 x 768 minimum) 
DVD-ROM dual-layer drive 
USB port for USB-eLicenser 
Internet connection for license activation 

Windows System Requirements:

Intel or AMD dual core CPU 
Windows 7, Windows 8.x 
8 GB RAM (4 GB minimum) 
15 GB free hard drive space 
Windows compatible audio hardware 
Graphics card with DirectX 10 and WDDM 1.1 support 
Display resolution of 1920 x 1080 recommended (1366 x 768 minimum) 
DVD-ROM dual-layer drive 
USB port for USB-eLicenser 
Internet connection for license activation

Package Weight: 0.85 lb

Box Dimensions (LxWxH): 20.06 x 14.73 x 4.82

7.
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Thunderbolt OCTO DSP Accelerator with Onboard DSP, Eight SHARC Processors, and Ultimate 5 UAD Plug-in Package - Mac/PC AAX 64, VST, AU, RTAS

SPECIFICATIONS:

System Requirements - Thunderbolt Systems

Apple Mac computer with available Thunderbolt or Thunderbolt 2 port

Mac OS X 10.8.5 Mountain Lion, 10.9.x Mavericks, or 10.10.x Yosemite

4 gigabytes available disk space

Internet connection to download software and authorize UAD plug-ins

Compatible VST, Audio Units, RTAS, or AAX 64 plug-in host DAW software

Thunderbolt cable (sold separately)

Product Specifications:

Fan-less Thunderbolt 2 external enclosure w/ external power supply

Desktop dimensions: 7” wide x 6 3/4” long x 1 3/4” high (weight: 2.24 lbs)

4 or 8 Analog Devices SHARC floating-point processors

Compatible with VST, RTAS, Audio Units, and AAX 64 plug-in formats

44.1, 48, 88.2, 96, 176.4, and 192 kHz sample rate support

Includes:

1176 Classic Limiter Plug-In Collection, 1176LN Legacy, 1176SE Legacy,

AKG BX 20 Spring Reverb, Ampex ATR-102, API Vision Channel Strip,

API 500 Series EQ Plug-In Collection, Cambridge EQ, Cooper Time Cube Mk II Delay,

dbx 160 Compressor / Limiter, Distortion Essentials Plug-In Bundle, DreamVerb Room Modeler

DreamVerb Room Modeler, EMT 250 Classic Electronic Reverb, EP-34 Tape Echo,

Fairchild Tube Limiter Plug-In Collection, Fairchild 670 Legacy Compressor,

FATSO Jr./Sr. Tape Sim. & Compressor, Harrison 32C / 32C SE Channel EQ,

Helios Type 69 EQ, Ibanez Tube Screamer TS808, Lexicon 224 Digital Reverb Plug-In,

Little Labs IBP Phase Alignment Tool, Little Labs Voice Of God Bass Resonance,

Manley Variable Mu Limiter Compressor, Manley Massive Passive EQ,

Moog Multimode Filter / Multimode Filter SE, MXR Flanger/Doubler,

Neve 1073 / 1073SE Classic Console EQ, Neve 1073 Preamp & EQ Plug-In Collection,

Neve 1081 / 1081SE Classic Console EQ, Neve 31102 / 31102SE Classic Console EQ,

Neve 33609 / 33609SE Compressor,Neve 88RS Channel Strip Collection,

Neve 88RS Channel Strip, Ocean Way Studios Plug-In, Precision Buss Compressor,

Precision De-Esser, Precision Enhancer Hz, Precision Enhancer kHz, Precision EQ,

Precision K-Stereo Ambience Recovery, Precision Limiter, Precision Maximizer,

Precision Mix Rack Collection, Precision Multiband, Pultec EQP-1A,

Pultec Passive EQ Plug-In Collection, Pultec Pro EQ Legacy,

RealVerb Pro Custom Room Modeler, SPL Transient Designer, SSL E Series Channel Strip

SSL G Series Bus Compressor, Studer A800 Multichannel Tape Recorder, 

Teletronix LA-2A Classic Leveler, Teletronix LA-2A Legacy Classic Leveling Amplifier,

Teletronix LA-3A Classic Audio Leveler, Thermionic Culture Vulture

Trident A-Range Classic Console EQ
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Dual Channel Tube Microphone Preamplifier with -15dB Pad, Phase Reverse, and Shelving EQ

SPECIFICATIONS:

Number of Channels: 2

Inputs: 2 x XLR Microphone, 2 x XLR Line, 2 x 1/4" TS Phone Instrument (front panel)

Output:  2 x XLR

Phantom Power: 48V

Multi Function:

Low and High Frequency shelving EQ with +/-9dB of gain/cut

Low corner frequencies: 70Hz, 100Hz, 200Hz

High corner frequencies: 4.5kHz, 7kHz, 10kHz

Gain Range: 61dB

Maximum Output Level: +20dBm

Frequency Response: 20Hz to 20kHz, +/-1dB

Noise: SNR: >82dB

Specialties: Selectable microphone impedance, 500 Ω or 2k Ω

Dimensions (W: 48.26 x D: 31.11 x H: 8.89cm) 2U 19" Rack Mount

Weight: 11.75 lbs, 5.34 kg
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Tube Microphone / Instrument Preamplifier, Opto-compressor, and Sweep Equalizer

SPECIFICATIONS:

Circuit Topology: Four dual triode vacuum tubes (Sovtek 6922), high-voltage discrete Class A

Gain Range

Microphone: Transformer balanced 850/2500 ohm, 0dB to +58dB 

Instrument: Unbalanced 1 meg ohm, 0dB to+30dB Line: Balanced Class A 20k ohms, -27dB to 28dB

Maximum Input Level and Connector Types

Microphone: 26dB@25Hz, +30dB@1kHz balanced XLR 
Instrument: +30dB unbalanced front panel jack socket
Line:  +36dB balanced XLR

Maximum Output Level: +30dB balanced 600 ohms, DC coupled, discrete Class A
Output Type and Gain: XLR connector, output trim gain -45dB to 20dB
Noise 20kHz unweighted: -92dB

Noise Microphone EIN: -116dB, 22Hz to 22 kHz Unweighted

Distortion THD, IMD: 0.5%
Frequency response -/2.5dB: 10Hz to 120kHz input filter included
Frequency response -3dB: 1Hz to 200 kHz line in-out

VU meter and gain reduction: High quality illuminated OVU =+4dB and gain reduction to -20dB

High Cut Filter: Variable 6dB per octave 30Hz to 140Hz

Compressor Type: Optical passive attenuator incorporating twin vacuum tubes and stereo link

Threshold – Ratio: Threshold variable -30dB to +20dB, ratio-compression variable 1:1 to 20:1

Attack – Release: Attack variable 2mS to 200mS, release variable 100mS to 5 seconds
Equalizer Type: Discrete Class A, variable active and switched passive design
Frequency bands (4):

Treble - Switched 10 kHz, 15 kHz, 20 kHz, 32 kHz, +/- 20dB range, shelf 

High mid - Variable 200Hz to 2k8Hz and 2kHz to 28kHz, +/- 16dB range, hi-lo Q 

Low mid - Variable 30Hz to 450Hz and 300Hz to 4k5Hz, +/- 16dB range, hi-lo Q 

Bass - Switched 15Hz, 30Hz, 60Hz, 150Hz, +/- 24dB range, shelf

AC Power: Internal Toroidal 100v to 240v, 50-60Hz selectable, 75 watts maximum

Dimensions: 482 x 305 x 89 mm

Weight: 10 kg
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4-channel Transformer-based Microphone/Instrument Preamplifier

SPECIFICATIONS:  

Microphone Inputs
Frequency response at minimum gain (0dB): -0.35dB at 20Hz and –3dB at 122 kHz

Frequency response at maximum gain (60dB): –2.5dB at 20Hz and –3dB 103kHz

Gain range: 0dB to +60dB in 10dB steps, plus 0dB to +20dB continuously variable trim

Maximum headroom: +7.4dBu

THD+N: 0.0009% (measured at 1 kHz -20dBu input signal, at 30dB gain setting, with a 20 Hz/22 kHz band pass filter)

Noise EIN: -126dB (measured at 60dB of gain with 150Ω termination and 20 Hz/22 kHz band pass filter)

Noise at main output with unity gain: -98dBu (measured with a 20 Hz/ 22 kHz band pass filter)

SNR: 123dB (relative to max output 25dBu)

SNR: 120dB (relative to 0dBFS (+22dBu)

CMRR: 88dB

Input Impedance, variable: 600Ω, 1400Ω, 2400Ω, 6800Ω

Line Inputs

Frequency Response at unity gain (0dB): -0.3dB at 20Hz and –3dB at 94 kHz

Gain range: -20dB to +10dB in 10dB steps, plus 0dB to +20dB continuously variable trim

Maximum headroom: +25.4dBu

THD+N: 0.002% (measured with +4dBu input signal, 0dB gain setting, with a 20Hz/22kHz bandpass filter)

Noise at main output with unity gain: -91dBu (measured with a 20Hz/22kHz bandpass filter)

SNR: 116dB (relative to max output 25dBu)

SNR: 113dB (relative to 0dBFS +22dBu). Input Impedance: 10kΩ

Instruments Inputs

Frequency Response at +10dB gain: -0.2dB at 20Hz and 0dB at 200 kHz

Frequency Response at +40dB gain: -3dB at 20Hz and –3dB at 38.4kHz

Gain range: +10dB to +40dB continuously variable

Maximum headroom: +11.5dBu

THD+N: 0.006% (measured with –20dBu input signal, at minimum gain (+10dB), with a 20Hz/22kHz bandpass filter)

Noise at main output with minimum gain (+10dB): -95dBu (measured with a 20Hz/22kHz bandpass filter)

Input Impedance = >1MΩ

High Pass Filter
Roll off = 18dB per octave 3 pole filter

Frequency range: 16Hz to 420Hz (continuously variable, measured at the 3dB down point)

Meters

6 LED meter is calibrated 0dBFS = +22dBu (the maximum level which can be correctly converted by the optional internal A/D converter before overload occurs). The meter calibration points are as follows:

Meter panel calibration value in dBFS / Equivalent dBu value

 0dBFS / +22dBu

-2dBFS / +20dBu

-6dBFS / +16dBu

-12dBFS / +10dBu

-18dBFS / +4dBu

-42dBFS / -20dBu

Front and Rear Connectivity:

Analogue Channel Inputs (Inputs 1-4)

4 instrument 1⁄4” TS jack inputs on front panel 

4 microphone XLR inputs on rear panel

4 line 1⁄4” TRS jacks on rear panel 

4 insert return 1⁄4” TRS jacks on rear panel

4 ADC XLR inputs on rear panel

Analogue Audio Outputs (Outputs 1-4)

4 line XLR outputs on rear panel 

4 insert send 1⁄4” TRS jacks on rear panel

Other I/O

IEC power input connector 100Vac – 240Vac

Front Panel Indicators

8 output meters, 6 segment 

4 30-60 mic gain range selection indicator 

4 +48V phantom power indicator 

4 Phase indicator 

4 Insert In indicator

4 Filter In indicator 

4 Input selection indicators (Mic, Line, Inst) 

4 Z In microphone input impedance selection indicators (Low, ISA110, Med, High) Clock select indicators (44.1, 48, 88.2, 96, 176.4, 192)

Ext clock indicators (Lock, Word clock, 256X)

Weight: 5.5 kg

Dimensions (W x H x D): 480mm (W) x 88mm (H) x 280mm (D)
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Twin Topology Single Channel Strip with Over 130 Combinations of Fully Discrete Signal Paths Containing Compression, De-Esseing and Parametric Equalization Sections
SPECIFICATIONS:

Microphone Preamplifiers & General

Twin Topology Mic Preamplifier Selection: Switchable, Vacuum Tubes or Solid-State

Twin Topology EQ & Compressor: Switchable, Vacuum Tubes or Solid-State

Twin Topology Input Coupling: Switchable, Vacuum Tubes or Solid-State

Maximum Output Level (Balanced): + 32 dBu
Frequency Response (+0 / -3 dB (S/S)): sub 5 Hz to beyond 300 kHz

Equivalent Input Noise: -131 dBu (SS, Common Source, Direct Out)

THD + Noise (20 Hz - 22 kHz) (S/S): < .05 %, typ < .003 %

Common Mode Rejection Ratio (S/S): > 40 dB, Typ > 70 dB @ 60 Hz

Input Impedance (Mic): 6,200 ohms

Input Impedance (Line): 2,200 ohms (x2)

Input Impedance (DI - Instrument): > 1 megohm

Output Impedance (Balanced): 24.3 ohms (x2)

Parametric Equalizer:

Maximum EQ Boost/Cut Range (21 Step Detented):  +/- 15 dB

EQ Frequencies,Low Range Switch (Centers - Peak/Shelf Selectable): 20, 34, 56, 100, 180, 270

Low Mid Sweep: 20 Hz - 220 Hz or 200 Hz - 2.2 kHz. 10X Range switch selectable

Hi Mid Sweep: 250 Hz - 2.5 kHz or 2.5 kHz - 25 kHz. 10X Range switch selectable

High Range Switch (Centers - Peak/Shelf Selectable): 4.8 k, 5.8 k, 8.0 k, 10 k, 16 k, 21 k

“Q” Range: Q = 0.4 to 4.0 Adjustable on middle ranges Q = 1.0 Fixed on low & high ranges
Optoelectronic Compressor/Limiter

Threshold Range: Infinite to +20 dBu

Attack Range: 2 ms to 100 ms
Release Range: 80 ms to 3.0 s

Compression Ratio Range: minimum 1.4 : 1, maximum 30 : 1

De-Essing Frequency Switch: OFF, 4.9 k, 6.8 k, 8.2 k, 10.7 k , 12.0 k

Power Consumption: 50 watts maximum

Power Requirements: Selectable: 100-120, 200-240 V ac, 50/60 Hz

Dimensions/Shipping Weight: 48.26 W x 8.89 H x 39.37 D, 11.36 kg.
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Smart Powered Bi-amplified Studio Monitor System with 150W 6.5" Woofer and 150W 0.75" Metal Dome Tweeter 

2-way monitor with 6.5" woofer and 3/4" metal dome tweeter

HF Directivity Control Waveguide (DCW)

Optimized Class D amplifiers: 150-watt (LF), 150-watt (HF)

Active crossovers

Compatible with Smart Active Monitor (SAM) technology

Onboard protection circuitry

Minimum Diffraction Enclosure, reflex port design

Intelligent Signal Sensing conserves power when not in use

Iso-Pod stand built-in

Versatile mounting options

SPECIFICATIONS:

Powered: Yes

Maximum Peak SPL : 110 dB

Frequency response: 38 Hz – 22 kHz (-6 dB)

Accuracy of frequency response: ± 1.5 dB (45 Hz - 20 kHz)

Driver dimension: Woofer 6 1/2" + Tweeter 3/4", metal dome + DCW™

Amplifier power: Woofer 150 W + Tweeter 150 W (All Class D) 

Dimensions: H 365 x W 237 x D 223 mm, with Iso-Pod™

Weight: 8.5 kg 

Connections: 1 x XLR analog input, 1 x input / 1 x output XLR digital AES/EBU, 2 x RJ45 control network
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Smart Powered 300W, 10" Studio Subwoofer System with Laminar Spiral Enclosure, AutoCal, Intelligent Signal Sensing and Protection Circuitry

Smart Active Monitor Technology

LSE (Laminar Spiral Enclosure) optimized bass reflex cabinet

Includes bass management that handles multichannel LF content

Protection circuitry: drive unit protection for safe operation

Onboard 300-watt Class D amplification, active crossovers

AutoCal, for perfect automatic alignment

Energy-saving Intelligent Signal Sensing

Analog XLR inputs; stereo AES/EBU XLR I/O

SPECIFICATIONS:

Powered: Yes

Speaker Size: 10"

Driver Type: Cone, magnetically shielded driver

Total Power: 300W Class D

Frequency Range: 19Hz-150Hz (-6 dB LFE), 19Hz-100Hz (-6 dB)

Maximum Peak SPL: 109 dB SPL @ 1m

Input Types: 7 x XLR, 1 x XLR (LFE), 1 x XLR (Link in), 1 x XLR (AES/EBU), 1 x 1/4" (bypass switch connector)

Output Types: 7 x XLR, 1 x XLR (LFE), 1 x XLR (Link in), 1 x XLR (AES/EBU), 2 x RJ45 (CAT5 GLM network)

Height: 52.70

Width: 46.17

Depth: 36.50

Weight: 26.81 kg
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Studio Monitor Calibration and Management System for Subwoofers and Smart Active Monitoring System Equipped Speakers 

A powerful monitor-control networking system that manages speaker connectivity

Supports up to 25 x 8300 series monitors and 5 x 7300 series subwoofers

GLM AutoCal provides automated measurement, analysis, and adjustment GLM controlled speakers

Includes factory-calibrated  acoustic measurement microphone

Software features adjustment of levels, distance delays, and more

SPECIFICATIONS:

Mac System Requirements:

Operating System: OS X 10.10 Yosemite, OS X 10.9 Mavericks

Processor: Any processor compatible with the above operating systems

GPU: Any GPU compatible with the above operating systems

Minimum RAM: 2 GB

Minimum Disk Capacity: 1 GB

Display: 1024 x 768 or higher resolution

Additional Requirements: Internet connection

Windows System Requirements:

Operating System: Windows 8 or 8.1 (32- or 64-bit), Windows 7 SP1 or newer (32- or 64-bit), Vista, XP

Processor: Intel Pentium or compatible (1.6 GHz minimum)

GPU: DirectX 11.0 class or better

Minimum RAM: 2 GB

Minimum Disk Capacity: 1 GB

Display: 1024 x 768 or higher resolution

Additional Requirements: Internet connection

Box Dimensions (LxWxH): 25.14 x 12.19 x 5.84

15.
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Mini Powered Full-range Reference Monitors with 5-1/4" Drivers, Shielded Design and Built-in Stand Mounts 

Mid-Range Frequency Studio Referencing Monitor

Power Output: 60 Watts RMS

Combo XLR & 1/4" Phone Input

Accepts Balanced & Unbalanced Signals

Variable Gain Control

Ground Lift Switch

Inline Power Supplies & 20' Power Cables

Mountable to 5/8"-27 Thread Microphone Stands

SPECIFICATIONS:

Type: Active (Self-powered) shielded full-range 

Frequency Response: 90Hz - 17,000Hz (useful musical range)
Amp Frequency Response: 22Hz - 50kHz +0dB/- 3dB (90Hz - 50kHz +/-0dB)

Impedance: Nominal 8 ohms

Maximum SPL: 104db @ 1 meter = 1%THD (Pink Noise)

Amplifier Type: Class A/B

Output Power: 60 watts RMS @ 0.005% THD (1kHz)

Noise: S/N - 113dB

Sensitivity: 0dBu (0.775 VRMS) input at maximum volume (+6dB) = 104dB SPL

Driver: Proprietary design 5.25" cast aluminum frame / paper cone / shielded

Cabinet: Sealed / 18mm MDF / Dacron acoustical stuffing

Inputs: XLR & TRS (Combo Jack) +4/Balanced and -10 unbalanced

Color: Retro Cream

Dimensions: 165 x 165 x 165mm

Weight: 3.31kg
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Nearfield Studio Monitor Speaker System

Two-way loudspeaker with a 10.4-litre Sealed cabinet measuring 381.5 × 215 × 197.5 mm

Its 2.5 cm (0.98 in) particle-board cabinet has a wood veneer skin with seven black finishing layers. 

Its two drivers are a 180 mm paper woofer and a 35 mm soft-domed tweeter.

The woofer's diaphragm, weighing 3.7 g, is manufactured from a flat sheet of pressed pulp paper. 

The network is second-order passive, crossing over at 2 kHz. 

The frequency range is quoted from 60 Hz to 20 kHz.

SPECIFICATIONS:

Bass Driver: JA1801 18cm (7") cone

High Driver: JA0518A 3.5cm 1-3/8" soft dome

Crossover Frequency: 2 Khz (12dB/octave)

Frequency Response: 60Hz – 20 Khz

Nominal Impedance: 8 Ohm

Nominal Power Input: 60W

Maximum Power Input: 120W

SPL (sensitivity): 90dB (1W, 1m on axis)

Dimensions (metric): 381.5 x 215 x 197.5mm

Weight: 6.3 kg

Placement: Horizontal, bookshelf

17. 
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2-Channel Power Amplifier

SPECIFICATIONS:

Amplifier Gain: 32 dB

Continuous Rated Power (1 kHz, THD 1%) 2Ω: 650 Watts

Continuous Rated Power (1 kHz, THD 1%) 4Ω: 450 Watts

Continuous Rated Power (1 kHz, THD 1%) 8Ω: 270 Watts

Continuous Rated Power (20-20 kHz,THD<0,2%) 4Ω: 400 Watts

Continuous Rated Power (20-20 kHz,THD<0,2%) 8Ω: 200 Watts

Cooling: Front-to-Rear, 3-stage fans

DIM 30: 0.05 %

Electronics Type: Amplifier

Frequency Response: 10 Hz - 40 kHz ±1 dB

Impedance: 2/4/8 Ω

Input Impedance (Balanced): 20 kΩ

 Input Sensitivity: +2.2 dBu

Intermodulation Distortion (SMPTE): 0.1 %

Maximum Bridged Output 4Ω: 1300 Watts

Maximum Bridged Output 8Ω: 900 Watts

Maximum Input Voltage: +21 dBu 8.69 Vrms

Network Control (IRIS-Net): No

Signal-to-Noise Ratio (A-weighted): 106 dB

Slew Rate: 25 V/µs

Topology: Class-AB

Total Harmonic Distortion: 0.03 %

Height: 2RU 88.1 mm (3.47")

Width: 483 mm (19.02")

Depth: 421.5 mm (16.59")

Weight Net: 12.6 kg (27.78 lbs)

18. 
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Active Stereo DI Box with Extended Dynamic Range and Sum/Split Options

SPECIFICATIONS:

Neutrik combo jacks with HiZ input

RCA Phono Inputs

High headroom design with 24V to 48 V Phantom power for extended dynamic range

Phantom power can be switched individually for each channel

Sum and split options for flexible signal routing

Sum switch routes both inputs to both outputs

Split switch routes the left input to both outputs

20 dB Input pad and ground lift switchable

Fully transformer-isolated design ensures electrical separation between PA and stage equipment

Balanced line inputs on Neutrik Combo* XLR and high impedance 1/4” TRS connectors

RCA Phono inputs for connection of consumer audio equipment

Independent phantom powering for each channel for maximum reliability

20 dB Input pad and ground lift switchable

Aluminium extrusion casing with protective silicone rubber sleeve

Silicone protective case

Stackable

Compact and rugged design 

19. 
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6 channel Stereo Headphone Amplifier


Each channel has independent control of:
Individual Gain Control Per Channel
Local and General Level Control
Mono / Stereo Switch
Right and Left Channel Switch
LED VU Meter Signal Indicator
Duplicated Connectors In Frontal and Rear Panel

SPECIFICATIONS:

AUDIO INPUT:
Connectors: XLR3 y Jack¼".
Impedance: 50 kohm balanced / 25kohm unbalanced.
Max. input level: + 21 dBu balanced and unbalanced.
AUX IN and DIRECT IN:
Connectors: Jack¼".
Impedance: 25kohm unbalanced.
Max. input level: + 21 dBu unbalanced.

OUTPUT:
Connectors: XLR3 y Jack¼".
Max. output level: +21 dBu balanced and unbalanced.
Frequency response: 10 Hz to 22 kHz ±2 dB.
SNR: >90 dB to 10 Hz - 22 kHz.
THD: <0.005% @ 0 dBuMax output: +21 dBu
Impedance: 100 ohm
Max gain: +12 dB
Main supply: Ac 115/230V


Dimensions: 483 x 44 x 197 mm
Weight: 3.1 kg

20. 
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Voltage Regulator

EST 519/2 maintains a constant output supply when voltage oscillates between 140 and 250 V. 

It is possible to connect a 22 A fix load. It has been designed in a 19" rack format and an input voltage selector (60V-130 V / 140V-260 V) for its integration in fixed installations. 

As many fixtures performance depends on voltage, it is essential to ensure the regulation and control on these values.

To avoid noises coming from ON/OFF switch, it also features a time delay circuit (3 or 6 sec.).

It features different protections to ensure output signal integrity: protections against overvoltage (255 V), overheat (95°) or overload (23 A). If one of these values is exceed, the unit automatically turns off and emits an acoustic signal, indicating it on the display. In addition,

 a switch allows the selection of output voltage (1% or 3%).

A large display shows the information regarding devices status, like input, output and current voltage.

SPECIFICATIONS:

Main supply: AC 140-250 V.
Maximum joint load: 22 A.
Maximum output current: 23 A.
Time delay: 3 or 6 sec.
Output voltage precision: 1% or 3%.
Protections:
Overvoltage (255 V).
Overheat (95°).
Overload (23 A).
Dimensions (WxHxD): 483 x 185 x 340 mm.
Weight: 17 kg.

21. 
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Monitor Isolation Pads

Designed to accommodate various sizes of Monitors, each set of Pads will support a pair of Monitors.

Can adapt loudspeakers to listening angles of -8°, -4°, 0°, +4° and +8°

Pads provide sonic isolation between monitors and whatever monitors are resting on.

Reduces Coloration

Increases Clarity

Decreases Structural Resonance

Dimensions: 12″ long x 8.75″ wide x 2″ tall
Weight Limitations: Pads are designed to instantly improve the accuracy of any loudspeaker up to 100 lbs. Pair of pads can support  200 lb. Horizontal Loudspeaker.

MICROPHONES

1.   
1 հատ
Kick Drums, Condenser Boundary Plate Instrument Microphone

SPECIFICATIONS:

Dimensions: 126.5 x 105 x 26.5 mm 

Connector: XLR-3 

Transducer Principle (Microphone): Pre-Polarised Condenser Microphone 

Frequency response: 20 - 20000 Hz 

Weight: 550 g 

Pick-up pattern: Half-Cardioid 

Sensitivity in free field, no load (1kHz): 0,5 mV/Pa 

Nominal Impedance: < 100 Ω 

Min. Terminating Impedance: 1000 Ω 

Phantom Powering: 48 V / 1,1mA 

Max. Sound Pressure Level (Active): 154dB/SPL 

2.   
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Kick Drums, Bass Instrument Dynamic Cardioid Microphone with Integral Stand Mount

SPECIFICATIONS:

Dimensions: 128.5 x 60 mm 
Connector: XLR-3 

Transducer Principle (Microphone): Dynamic 

Frequency response: 20 - 16000 Hz 
Weight: 440 g 

Pick-up pattern: Cardioid 

Sensitivity in free field, no load (1kHz): 0,2 mV/Pa; (60 Hz): 0,6 mV/Pa 

Nominal Impedance: 350 Ω 

Min. Terminating Impedance: 1000 Ω 

3.   
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Studio Recording and Broadcasting Cardioid Microphone with Five-Position Bass Control

SPECIFICATIONS:

Dimensions: 215 x 46 x 49 mm 
Connector: XLR-3 

Transducer Principle (Microphone): Dynamic 

Frequency response: 30 - 17000 Hz 
Weight: 385 g 

Pick-up pattern: Cardioid 

Sensitivity in free field, no load (1kHz): 2 mV/Pa +- 3 dB

Nominal Impedance: 200 Ω 

Min. Terminating Impedance: 200 Ω 

4.   
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Studio Set Large Diaphragm Condenser Microphone with Three Polar Patterns, Highpass Filter, and 10dB Pad 

Variable Large Diaphragm Microphone

	Pressure-Gradient Transducer with Double Membrane Capsule

Three Directional Characteristics: Omni, Cardioid, Figure-8

Switchable Low Frequency Roll-Off

Switchable 10 dB Pre-Attenuation


Studio Set Including:

1x Studio Microphone

1x Elastic Suspension 

SPECIFICATIONS:

Acoustical Operating Principle: Pressure Gradient Transducer

Directional Pattern: Omnidirectional, Cardioid, Figure-8

Frequency Range: 20 Hz-20 kHz

Sensitivity at 1 kHz into 1 kohm:  20/28/22 mV/Pa

Rated Impedance: 200 ohms

Rated Load Impedance: 1 kohms

Equivalent Noise Level, CCIR: 26/23/25 dB

Equivalent Noise Level, A-weighted: 15/12/14 dB-A

Signal-To-Noise Ratio, CCIR (rel. 94 dB SPL): 68/71/69 dB

Signal-to-noise ratio, A-weighted (rel. 94 dB SPL): 79/82/80 dB

Maximum SPL for THD 0.5%: 117 dB (Cardioid)

Maximum SPL for THD 0.5% with Preattenuation: 127 dB

Maximum Output Voltage: 390 mV

Supply Voltage (P48, IEC 61938): 48 V ± 4 V

Current Consumption (P48, IEC 61938): 0.8 mA

Matching Connectors: XLR3F

Color: Nickel

Weight: 500 g

Diameter: 56 mm

Length: 200 mm

5.   
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Large-diaphragm Transformerless Tube Condenser Microphone Set with Switchable Polar Patterns

Transformerless Circuitry

High Output Level

Nine Directional Characteristics: Omni, Wide Angle Cardioid, Cardioid, Hypercardioid, Figure 8, and One Intermediate Position Each

7 Fold Switchable Low Frequency Roll-Off

SPECIFICATIONS:

Acoustical Operating Principle: Pressure Gradient Transducer

Directional Pattern: Omnidirectional, wide angle Cardioid, Cardioid, Hypercardioid, Figure-8 plus one Intermediate Position Each

Frequency Range: 20 Hz-20 kHz

Sensitivity at 1 kHz into 1 kohm:  34/47/62 mV/Pa

Rated Impedance: 50 ohms

Rated Load Impedance: 1 kohms

Equivalent Noise Level, CCIR: 28/25/23 dB1

Equivalent Noise Level, A-weighted: 16/13/11 dB-A

Signal-To-Noise Ratio, CCIR (rel. 94 dB SPL): 66/69/71 dB

Signal-To-Noise Ratio, A-weighted (rel. 94 dB SPL): 78/81/83 dB

Typical SPL (tube characteristic): K < 0,5 %: 120 dB, K < 5 %: 136 dB

Maximum Output Voltage: 18 dBu

Powering: Power supply N 149 A

Matching Connectors: Microphone DIN8F, Power Supply XLR3F

Color: Nickel

Weight: 730 g

Diameter: 70 mm

Length: 201 mm

6.   
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20 cm Diameter Pop Filter/Screen for Vocal Recording

Pop screens provide excellent suppression of so-called pop noise, such as "p" or "t". 

They consist of a round, thin frame covered with black gauze on both sides. 

A gooseneck of about 30 cm (12") in length is mounted at the popshield. 

It will be attached to microphone stands by means of a clamp with a knurled screw.
Color: Black 

Frame Diameter: 20 cm

7.   
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Miniature Microphone System with 8 optional exchangeable capsules

Switchable 10 dB preattenuation.

Set includes windshield and clamp.

Transformerless circuitry.

Analog output stage with P48 phantom power has a switch for pre-attenuation of 10 dB.

The microphones can thus handle levels of up to 152 dB (depending on the capsule type).

The dimensions: Diameter: 22 mm, Length: 93 mm

8.   
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Cardioid Microphone Capsule Head

Acoustic operating principle: Pressure gradient transducer

Directional pattern: Cardioid

Frequency range: 20 Hz...20 kHz

Sensitivity: 15 mV/Pa

Rated impedance: 50 ohms

Rated load impedance: 1000 ohms

Equivalent noise level, CCIR: 22 dB

Equivalent noise level, A-weighted: 13 dB-A

Signal-to-noise ratio CCIR: 70 dB

Signal-to-noise ratio A-weighted: 81 dB

Max SPL (THD<0.5%): 138 dB

Max SPL (THD<0.5%) with preattenuation: 148 dB

Supply voltage (P48, IEC 61938): 48 V

Current consumption (P48, IEC 61938): max. 3.5 mA

Matching connector: XLR 3 M

Weight output stage: 70 g

Weight capsule: 15 g

Diameter: 22 mm

Length: 188 mm

9.   
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Hypercardioid Microphone Capsule Head

Acoustic operating principle: Pressure gradient transducer

Directional pattern: Hypercardioid
Frequency range: 20 Hz...20 kHz

Sensitivity: 10 mV/Pa

Rated impedance: 50 ohms

Rated load impedance: 1000 ohms

Equivalent noise level, CCIR: 24 dB

Equivalent noise level, A-weighted: 15 dB-A

Signal-to-noise ratio CCIR: 69 dB

Signal-to-noise ratio A-weighted: 78 dB

Max SPL (THD<0.5%): 142 dB

Max SPL (THD<0.5%) with preattenuation: 152 dB

Supply voltage (P48, IEC 61938): 48 V

Current consumption (P48, IEC 61938): max. 3.5 mA

Matching connector: XLR 3 M

Weight output stage: 70 g

Weight capsule: 19 g

Diameter: 22 mm

Length: 108 mm

10. 
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Classic Cardioid Compact Microphone

Used for speaking voices as well as for instruments and vocal soloists.

It offers the highest sound quality, flat frequency response, optimal rejection of rear-incident sound and a directional pattern that remains constant throughout the audio frequency range.

SPECIFICATIONS:

Current consumption with 12 V: 8 mA

Current consumption with 48 V: 4 mA

Impedance: 90 Ω

Minimum recommended load impedance: 600 Ω

Low-cut frequency: 20 Hz  

Length (L version): without connector: 46 – 58 mm

Length (U version): 46 – 58 mm

Diameter: 20 mm

Weight (U-version): 33 g

Weight (L-version): 43 g

Surface finish: matte gray

Frequency range: 40 Hz - 20 kHz

Sensitivity: 13 mV/Pa

Equivalent noise level (A-weighted): 15 dB-A

Equivalent noise level (CCIR): 24 dB

Signal-to-noise ratio (A-weighted): 79 dB-A

Maximum sound pressure level at 0.5% THD: 132 dB-SPL

11. 
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Condenser Cardioid Microphone for Recording Studios and Live Applications

SPECIFICATIONS:

Directional pattern: Cardioid

Principle of operation: Pressure gradient

Cartridge type: Pre-polarized condenser

Frequency range: 20 Hz - 20 kHz

Frequency range, ±2 dB, at 30 cm (11.8 in): 40 Hz - 20 kHz

Sensitivity, nominal, ±2 dB at 1 kHz: 10 mV/Pa; -40 dB re. 1 V/Pa

Equivalent noise level, A-weighted: Typ. 18 dB(A) re. 20 µPa (max. 20 dB(A))

Equivalent noise level, ITU-R BS.468-4:Typ. 25 dB (correct with the attenuator in 0 dB or -20 dB setting)

S/N ratio (A-weighted), re. 1 kHz at 1 Pa (94 dB SPL): Typ. 76 dB(A)

Total harmonic distortion (THD): < 1% up to 139 dB SPL peak

Dynamic range: Typ. 121 dB

Max. SPL, peak before clipping: 159 dB

Switchable attenuator, filters etc.: 0 dB / -20 dB

Output impedance: 200 Ω

Minimum load impedance: 2 kΩ

Cable drive capability: 100 m (328 ft)

Output balance principle: Impedance balancing with Active Drive

Common mode rejection ratio (CMRR): > 60 dB

Power supply (for full performance): 48 V Phantom power (± 4 V)

Current consumption: 2.8 mA

Connector: XLR-3M. Pin 1: shield, Pin 2: signal + phase, Pin 3: - phase

Color: Matte black

Weight: 158 g

Microphone diameter: 19 mm

Capsule diameter: 19 mm 

Microphone length: 170 mm

Maximum output voltage, RMS: > 5 V

Polarity: +V at pin 2 for positive sound pressure

Temperature range: -40°C to 45°C 

Relative humidity (RH): Up to 90%

Matching tolerance (frequency response and sensitivity): ±1 dB

Phase deviation for kit: < 10°

12. 
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Studio Multipattern Condencer Microphone for Recording of Lead Vocals and Solo Instruments in Studio and on Stage

SPECIFICATIONS:

Audio Frequency Bandwidth: 20-20000 Hz

Equivalent Noise Level: 6 dB-A

Sensitivity: 23 mV/Pa

Signal to Noise: 88 dB-A

Preattenuation Pad: -6, -12, -18 dB

Bass Cut Filter: 160, 80, 40 Hz

Electrical Impedance: 200 Ohms

Recommended Load Impedance: 2200 Ohms

Powering Interface

Voltage: 44 to 52 V

Current: 4.5 mA

Audio Output

Contact Type: XLR3M

Design 

Finish: Dark Gray/Gold

Dimensions: L: 38mm x W: 50mm x H: 160mm

Weight: 300 g

13. 
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Dynamic Cardioid Vocal / Instrument Microphone 

Variable-D™ for minimal proximity effect

True cardioid with no coloration at 180-degrees off-axis

Voice tailored frequency response

Studio condenser-like performance

Large diaphragm

Humbucking coil 

Bass roll-off switch

SPECIFICATIONS:

Case Material: Steel

Connector Type: XLR3

Diameter: 54 mm

Element: Dynamic

Finish: Fawn Beige

Frequency Response: 45 - 18,000 Hz

Impedance, Low-Z balanced: 150 Ω

Mic Type: Vocal / Instrument

Open Circuit Voltage: 1.5 mV/Pascal

Polar Pattern: Cardioid

Power Requirement: Passive

Height: 217 mm

Weight: 737 g

14.
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Instrument and Vocal Microphone for Performance and Recording

Dynamic Cartridge with Cardioid Polar Pattern

Type: Dynamic

Polar Pattern: Unidirectional (Cardioid), Rotationally Symmetrical About Microphone Axis, Uniform with Frequency

SPECIFICATIONS:

Transducer: (Moving Coil) Dynamic

Polar Pattern: Cardioid

Frequency Response: 40 Hz – 15.000 Hz 

Power Requirements: None Dynamic, Requires No Phantom or Battery Power

Output Impedance: 150 Ohms (300 Ohms Actual) for Connection to Low Impedance Microphone Inputs

Output Connectors: XLR-3M 

Dimensions: 157 x 32mm LxD

Weight: 284g

HEADPHONES

1.  
12 հատ
Closed Around the Ear Dynamic Studio Professional Headphone

SPECIFICATIONS:

Color: Black 

Wearing style: Headband

Frequency response (Headphones): 8 - 25000 Hz 

Sound pressure level (SPL): 113 dB

THD, total harmonic distortion: 0,1 %

Contact pressure: 6 N

Ear coupling: Circumaural

Jack Plug: 3,5 / 6,3 mm Stereo 

Connection Cable: Coiled Cable (min. 1.3m / max. 3m) 

Transducer Principle: Dynamic, Closed

Weight: w/o cable: 285 g 

Nominal impedance: 64 Ω 

Load Rating: 500 mW 

2.  
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Closed Reference Headphone for Control and Monitoring Applications

Closed Diffuse-Field Studio Headphone
 "Bass reflex" technology for improved bass response
Comfortable fit due to rugged, adjustable, soft padded headband construction
Robust, easy serviceable construction as all parts are replaceable
Velour, Circumaural and replaceable ear pads
Including drawstring bag

SPECIFICATIONS:

Transducer Type: Dynamic

Operating principle: Closed
Transmission type: Wired

Headphone Design (operating principle): Closed

Headphone Impedance: 80 ohms

Headphone Frequency Response: 5 - 35.000 Hz

Nominal Sound Pressure Level: 96 dB

Nominal T.H.D:  < 0.2%

Construction: Circumaural (Around the Ear)

Ambient Noise Isolation: approx. 18 dBA

Power Handling Capacity: 100 mW

Cable & Plug: 3m / Straight Connecting Cable with Gold Plated Stereo Mini-jack Plug (3.5 mm) & ¼“Adapter (6.35 mm)

Weight without packaging: 270 g

3.
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Closed Reference Headphone for Control and Monitoring Applications

 SPECIFICATIONS:

Transducer Type: Dynamic

Operating principle: Closed
Transmission type: Wired

Headphone Design (operating principle): Closed

Headphone Impedance: 250 ohms

Headphone Frequency Response: 5 - 35.000 Hz

Nominal Sound Pressure Level: 96 dB

Nominal T.H.D:  < 0.2%

Construction: Circumaural (Around the Ear)

Ambient Noise Isolation: approx. 18 dBA

Power Handling Capacity: 100 mW

Cable & Plug: 3m / Coiled Connecting Cable with Gold Plated Stereo Mini-jack Plug (3.5 mm)

& ¼“Adapter (6.35 mm)

Weight without packaging: 270 g

STANDS

1.   
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Microphone Boom Stand-Chrome 

SPECIFICATIONS:

Boom arm:  2-piece telescopic design

Boom arm clamping: T-bar locking screw

Boom arm length: from 435 to 745 mm

Height: from 900 to 1,605 mm

Height adjustment: Clutch

Leg construction: Socket with foldable legs

Material: Steel

Product Category: Topline

Rod combination: 2-piece folding design

Special features: Stable and sturdy, zinc die-cast base

Threaded connector: 3/8"

Type: Chrome

Weight: 3.19 kg

2.   
6 հատ
Overhead Microphone Stand-Black 

SPECIFICATIONS:

Base diameter: 660 mm

Boom arm clamping: T-bar locking screw

Boom arm length: from 1,070 to 1,870 mm

Height: from 1,340 to 2,210 mm

Height adjustment: Clamping element with locking screw

Leg construction: Cast-iron base

Material: Steel

Rod combination: 2-piece folding design

Special features: Heavy die-cast base with low centre of gravity for high level safety,

3 lockable castor wheels, extendable boom arm with a 3 kg counterweight, 

Additional mini boom arm with 5/8"- and 3/8" thread and length of 245 mm

Threaded connector: 5/8"

Type: Black

Weight: 17.42 kg

3.   
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Kick Microphone Stand-Black   

SPECIFICATIONS:

Base diameter: 250 mm

Boom arm: 2-piece telescopic design

Boom arm clamping: Wing nut

Boom arm length: from 425 to 725 mm

Height: 430 mm

Leg construction: Heavy round cast-iron base

Material: Steel

Special features: Anti-vibration rubber insert for noise filtration

Threaded connector: 3/8"

Type: Black

Weight: 5.29 kg

4. 
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  Short Microphone Stand 

SPECIFICATIONS:

Boom arm: 2-piece telescopic design

Boom arm clamping: T-bar locking screw

Boom arm length: from 470 to 775 mm

Height: from 425 to 645 mm

Height adjustment: Clutch

Leg construction: Socket with foldable legs

Material: Steel

Rod combination: 2-piece folding design

Special features: Low-level microphone stand, zinc die-cast base

Threaded connector: 3/8"

Type: Black

Weight: 2.06 kg

5. 
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  19” Rack Power Box-Black with Switch 

SPECIFICATIONS:

Connection: Electric cable 2 m

Electrical connection data: 230 V AC 50Hz

Height (units): 1 space

Material: Aluminum

Plug: Shock proofed

Sockets: 7 piece on the front side

Special features: Maximum 3600W total power input under regular technical connection 

conditions

Type: Black

Weight: 0.74 kg

6.   
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Panel for 8 XLR Connectors, 1 space Black 

SPECIFICATIONS:

Height (units): 1 space

Material: Steel

Suitable for: XLR connectors

Type: 8 XLR, Black

Weight: 0.28 kg

7.  
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 Panel for 12 XLR Connectors, 1 space Black

SPECIFICATIONS:

Height (units): 1 space

Material: Steel

Suitable for: XLR connectors

Type: 12 XLR, Black

Weight: 0.24 kg

8.   
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Rack 8 spaces - Black   

SPECIFICATIONS:

Dimensions: 525 x 429 x 417 mm 
Height (units): 8 spaces

Material: Steel

Special features: Rack rails on front and back side

Type: Black, 8 spaces 

Weight: 9.92 kg 

9.  
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 Rack 12 spaces - Black    

SPECIFICATIONS:

Dimensions: 525 x 429 x 594 mm

Height (units): 12 spaces

Material: Steel

Special features: Rack rails on front and back side

Type: Black, 12 spaces 

Weight: 10 kg 

10. 
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Rack 16 spaces – Black   

SPECIFICATIONS:      
Bottom depth: 561 mm
Height: 840 mm
Height (units): 16 spaces
Material: Steel
Special features: rack rails on front and back side, sloped front, with casters
Top depth: 425 mm 
Type: Black, 16 spaces 
Weight: 16.32 kg
CONNECTORS

1.   
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 Panel XLR3 Female Connector-Black

 All metal housing offers best overall RF protection and electromagnetic shielding.

 Duplex ground contact for excellent contact integrity between chassis and cable connector.

 Unique cage type female contact on 3 pole version increases conductivity and reduces wear on   

 the mated male contact.

 Female contact incorporates a solder barrier to prevent solder running into the contact mating  

 area

 Larger solder contacts for easier termination.

 Optional connection to easily join pin1 to chassis ground

 D-style housing provides installation compatibility with industry standard D mounting dimensions.

 SPECIFICATIONS:

 Connection Type: XLR

 Gender: Female

 Contact plating: 0.2 µm Au hard alloy over 2 µm Ni

 Contacts: Bronze (CuSn6)        

 Insert: Polyamide (PA 6.6 30 % GR)

 Locking element: Steel Ck67

 Shell: Zinc diecast (ZnAl4Cu1)

 Shell plating: Black chromium

 Capacitance between contacts: ≤ 4 pF 

 Contact resistance: ≤ 5 mΩ

 Dielectric strength: 1,5 kVdc

 Insulation resistance: > 10 GΩ (initial)

 Rated current per contact: 16 A

 Rated voltage: < 50 V

 Insertion force: ≤ 20 N

 Withdrawal force: ≤ 20 N

 Lifetime: > 1000 mating cycles

 Wiresize: max. 2.5 mm²

 Wiresize: max. 14 AWG

 Wiring: Solder contacts

 Locking device: Latch lock

 Chassis shape: D

 Flammability: UL 94 HB

 Standard compliance: IEC 61076-2-103 

 Protection class: IP 40

 Solderability: Complies with IEC 68-2-20

 Temperature range: -30 °C to +80 °C

2.   
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Panel XLR3 Male Connector-Black

All metal housing offers best overall RF protection and electromagnetic shielding

Duplex ground contact for excellent contact integrity between chassis and cable connector

Male connector's retention bar replaces plastic design with all metal version improving pull-out  

force

Larger solder contacts for easier termination

Optional connection to easily join pin1 to chassis ground

D-style housing provides installation compatibility with industry standard D mounting  

dimensions

SPECIFICATIONS:

Connection Type: XLR

Gender: Male

Contact plating: 0.2 µm Au hard alloy over 2 µm Ni

Contacts: Brass (CuZn35Pb2)

Insert: Polyamide (PA 6.6 30 % GR)

Locking element: Steel Ck67

Shell: Zinc diecast (ZnAl4Cu1)

Shell plating: Black chromium

Capacitance between contacts: ≤ 4 pF 

Contact resistance: ≤ 5 mΩ

Dielectric strength: 1,5 kVdc

Insulation resistance: > 10 GΩ (initial)

Rated current per contact: 16 A

Rated voltage: < 50 V

Insertion force: ≤ 20 N

Withdrawal force: ≤ 20 N

Lifetime: > 1000 mating cycles

Wiresize: max. 2.5 mm²

Wiresize: max. 14 AWG

Wiring: Solder contacts

Locking device: Latch lock

Chassis shape: D

Flammability: UL 94 HB

Standard compliance: IEC 61076-2-103 

Protection class: IP 40

Solderability: Complies with IEC 68-2-20

Temperature range: -30 °C to +80 °C

3.    
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Panel Jack Connector-Black

Locking 1/4" phone jack, D-size shell, black metal housing and silver contacts  

Securely locking chassis jack

Mates with all mono and stereo plugs specified acc. EIA RS-453 (A-gauge)

Selectable grounding options: standard isolated, to get a sleeve/panel connection red isolator on lateral screw must be removed

Dimensionally compatible with D Series (31 x 26 mm)

Solder terminals

SPECIFICATIONS:

Connection Type: Jack

Gender: Female

Contact plating: 0.2 µm Ag

Contacts: Brass (CuZn37) (Ground)

Insert: Polyamide (PA 6.6 30 % GR)

Shell: Zinc diecast (ZnAl4Cu1)

Shell plating: Black

Strain relief: Polyacetal (POM)

Contact resistance: < 6 mΩ (initial)

Dielectric strength: 1 kVdc

Insulation resistance: ≥ 1 GΩ @ 500 V dc

Rated current per contact: 10 A

Insertion force: < 30 N 
Withdrawal force: < 20 N 
Lifetime: > 1000 mating cycles

Locking force: > 80 N 

Wiresize: 1 mm²

Wiresize: 18 AWG

Wiring: Solder contacts

Locking device: Latch lock

Mounting direction: Front mounting 

Chassis shape: D

Standard compliance: EIA RS 453, IEC 60603-11 

Solderability: Complies with IEC 68-2-20

Temperature range: -25 °C to +70 °C

4.
120 հատ   

Cable XLR3 Male Connector-Black

3 pole male cable connector with black metal housing and silver contacts. 

Male connector with improved locking recess without "window", more stringent housing increases durability

Improved chuck type strain relief provides higher pull-out force and makes assembly easier and faster

Boot with polyurethane gland gives high protection to cable bending stresses

Colored rings and boots available for coding or identification

Sleek and ergonomic design - valuable and handy

Rugged zinc diecast shell, longlasting and dependable

Internal thread on shell is well protected against any damage

SPECIFICATIONS:

Connection Type: XLR

Gender: Male

Boot: Polyurethan

Contact plating: 0.2 µm Ag

Contacts: Brass (CuZn39Pb3)

Insert: Polyamide (PA 6.6 30 % GR)

Locking element: Zinc diecast (ZnAl4Cu1)

Shell: Zinc diecast (ZnAl4Cu1)

Shell plating: Black chromium
Strain relief: Polyacetal (POM)

Capacitance between contacts: ≤ 4 pF

Contact resistance: ≤ 3 mΩ

Dielectric strength: 1.5 kVdc 
Insulation resistance: > 10 GΩ (initial)

Rated current per contact: 16 A

Rated voltage: < 50 V 

Cable O.D.: 3.5 - 8.0 mm

Insertion force: ≤ 20 N

Withdrawal force: < 20 N 
Lifetime: > 1000 mating cycles

Wiresize: max. 2.5 mm²

Wiresize: max. 14 AWG

Wiring: Solder contacts 

Locking device: Latch lock

Flammability: UL 94 HB

Standard compliance: IEC 61076-2-103
Protection class: IP 40

Solderability: Complies with IEC 68-2-20

Temperature range: -30 °C to +80 °C

 5. 
120 հատ    
Cable XLR3 Female Connector-Black  

3 pole female cable connector with black metal housing and silver contacts.

Unique cage design of female contact for low contact resistance and high integrity

Female contact incorporates a solder barrier to prevent solder running into the contact mating area

Female connector with improved solid metal latch which is larger and easier to handle

Additional ground spring contacts for better shell ground continuity

Improved chuck type strain relief provides higher pull-out force and makes assembly easier and faster

Boot with polyurethane gland gives high protection to cable bending stresses

Colored rings and boots available for coding or identification

Sleek and ergonomic design - valuable and handy

Rugged zinc diecast shell, longlasting and dependable

Internal thread on shell is well protected against any damage

SPECIFICATIONS:

Connection Type: XLR

Gender: Female

Boot: Polyurethan

Contact plating: 0.2 µm Ag

Contacts: Bronze (CuSn8)
Insert: Polyamide (PA 6.6 30 % GR)

Locking element: Zinc diecast (ZnAl4Cu1) / Ck 67 (spring)

Shell: Zinc diecast (ZnAl4Cu1)

Shell plating: Black chromium
Strain relief: Polyacetal (POM)

Capacitance between contacts: ≤ 4 pF

Contact resistance: ≤ 3 mΩ

Dielectric strength: 1.5 kVdc 
Insulation resistance: > 10 GΩ (initial)

Rated current per contact: 16 A

Rated voltage: < 50 V 

Cable O.D.: 3.5 - 8.0 mm

Insertion force: ≤ 20 N

Withdrawal force: ≤ 20 N 

Lifetime: > 1000 mating cycles

Wiresize: max. 2.5 mm²

Wiresize: max. 14 AWG

Wiring: Solder contacts 

Locking device: Latch lock

Flammability: UL 94 HB

Standard compliance: IEC 61076-2-103
Protection class: IP 40

Solderability: Complies with IEC 68-2-20

Temperature range: -30 °C to +80 °C

6.
96 հատ  
Cable Jack 6.3mm Stereo Connector-Black

3 pole 1/4" professional phone plug, nickel contacts, black shell  

Extra slim 1/4" plug for highest packing density

Robust diecast shell in stylish design

Proven chuck type strain relief for reliable cable retention

Sleek design for best handling convenience

Precision machined one-piece contacts - avoid hook up of tip contact

SPECIFICATIONS:

Connection Type: Plug

Gender: Male

Bushing: Polyacetal (POM) + PU 

Contact plating: 2 µm Ni (Su) 

Contacts: Brass (CuZn39Pb3) 

Insert: Polyamide (PA 6.6 30 % GR)

Shell: Zinc diecast (ZnAl4Cu1)

Shell plating: Black chromium
Strain relief: Polyacetal (POM)

Contact resistance: depends on mating connector mΩ

Dielectric strength: 1 kVdc 
Insulation resistance: > 2 GΩ (initial)

Rated current per contact: depends on mating connector A

Rated voltage: < 50 V 

Cable O.D.: 4 - 7 mm

Lifetime: > 1000 mating cycles

Wiresize: 1 mm²

Wiresize: max. 18 AWG

Wiring: Solder contacts 

Standard compliance: IEC 60603-11 / EIA RS-453
Solderability: Complies with IEC 68-2-20

Temperature range: -20 °C to +65 °C

7.  
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Cable Jack 6.3mm Mono Connector-Black
2 pole 1/4" professional phone plug, nickel contacts, black shell
Extra slim 1/4" plug for highest packing density

Robust diecast shell in stylish design

Proven chuck type strain relief for reliable cable retention

Sleek design for best handling convenience

Precision machined one-piece contacts - avoid hook up of tip contact

SPECIFICATIONS:

Connection Type: Plug

Gender: Male

Bushing: Polyacetal (POM) + PU 

Contact plating: 2 µm Ni (Su) 

Contacts: Brass (CuZn39Pb3) 

Insert: Polyamide (PA 6.6 30 % GR)

Shell: Zinc diecast (ZnAl4Cu1)

Shell plating: Black chromium
Strain relief: Polyacetal (POM)

Contact resistance: depends on mating connector mΩ

Dielectric strength: 1 kVdc 
Insulation resistance: > 2 GΩ (initial)

Rated current per contact: depends on mating connector A

Rated voltage: < 50 V 

Cable O.D.: 4 - 7 mm

Lifetime: > 1000 mating cycles

Wiresize: 1 mm²

Wiresize: max. 18 AWG

Wiring: Solder contacts 

Standard compliance: IEC 60603-11 / EIA RS-453
Solderability: Complies with IEC 68-2-20

Temperature range: -20 °C to +65 °C 

CABLES

1.   
130 մ
Multipair Cable, S-PVC, Black, mat | 2 x 0.22 mm² x Number of pairs 24 | S-PV

SPECIFICATIONS:

Construction: [24(2LI2Y0.22mm²) (ST) Y] F (ST) Y

Jacket Ø [mm]: 24,50

Number of Channels (audio): 24

Weight per 1 m [g]: 670

Fire load per m [kWh]: 3.06

Width [mm]: 24.5

Height [mm]: 24.5

Properties:  Analog, Digital 110 Ω AES / EBU, OFC oxygen free copper

Application area: Mobile outdoor / indoor, Installation, Studio / Broadcast

Application: Multipair

Colour: Black, mat

Signal transmission: symmetrical

Jacket material:  S-PVC

Inner conductor (audio): 2

Inner conductor (audio) [mm²]: 0.22

Inner conductor Ø (audio) [mm]: 0.53

AWG (audio): 24

Shielding: AL / PT foil + total foil shielding + filler strand

Copper strands (audio): 7

Copper strand Ø (audio) [mm]: 0.20

Conductor insulation material: Foam / Skin-PE

Conductor insulation Ø [mm]: 1,60

UV-resistant:  yes

Style variant: round

Shielding factor [%]:100

Packing: bulk stock

Temperature [°C]:  -30~70

Capac. cond./cond. per 1 m (audio) [pF]: 46

Capacity wire/wire at 1 ft. (audio) [pF]: 14.0208

Capac. cond./shield. per 1 m (audio) [pF]: 85

Capacity wire/electic screen at 1 ft. (audio) [pF]: 25.908

Impedance [Ω]: 110

Insulation resist. per 1 km [GΩ]: 1

Insulation resist. per 1000 feet [GΩ]: 0.3048

Insulation resist. per 1 km (audio) [GΩ]: 1

Insulation resist. per 1000 feet (audio) [GΩ]: 0.3048

Conductor resistance per 1 km [Ω]: 80

Conductor resistance per 1000 ft. [Ω]: 24.384

Shield. resistance per 1 km [Ω]: 75

Shield. resistance per 1000 ft. [Ω]: 22.86

2
700 մ 
Microphone Cable, 2 x 0.22 mm², PVC Ø 6.40 mm, Black

SPECIFICATIONS:

Properties: Analog, OFC oxygen free copper

Application area: Stage / live, Installation, Mobile outdoor / indoor

Application: Microphone Cable

Colour: Black

Signal transmission: symmetrical

Construction: (2LI2Y0.22mm²) DY

Jacket material: PVC

Jacket Ø [mm]: 6.40

Number of Channels (audio): 1

Inner conductor (audio): 2

Inner conductor (audio) [mm²]: 0.22

Inner conductor Ø (audio) [mm]: 0.53

AWG (audio): 24

Shielding: Copper spiral shielding with 0.10 mm indiv. Strands

Copper strands (audio): 28

Copper strand Ø (audio) [mm]: 0.10

Weight per 1 m [g]: 47

UV-resistant: yes

Fire load per m [kWh]: 0.22

Style variant: round

Shielding factor [%]: 99

Packing: 100m, 500 m spool

Temperature [°C]:  -20~70

Width [mm]: 6.4

Height [mm]: 6.4

Capac. cond./cond. per 1 m (audio) [pF]: 68

Capacity wire/wire at 1 ft. (audio) [pF]: 20.7264

Capac. cond./shield. per 1 m (audio) [pF]: 130

Capacity wire/electic screen at 1 ft. (audio) [pF]: 39.624

Impedance [Ω]: 100

Insulation resist. per 1 km [GΩ]: 1

Insulation resist. per 1000 feet [GΩ]: 0.3048

Insulation resist. per 1 km (audio) [GΩ]: 1

Insulation resist. per 1000 feet (audio) [GΩ]: 0.3048

Conductor resistance per 1 km [Ω]: 87

Conductor resistance per 1000 ft. [Ω]: 26.5176

Shield. resistance per 1 km [Ω]: 30

Shield. resistance per 1000 ft. [Ω]: 9.144

3.  
4 հատ
Toslink Male to Toslink Male Fiber Optic Cable - 2' (0.6m)

SPECIFICATIONS:

Cable Type: Toslink Optical Cable
Length: 0.6 m
Connector 1: Toslink
Connector 2: Toslink
Package Weight: 0.1 lb
Box Dimensions (LxWxH): 6.7 x 6.1 x 0.6"
INSTRUMENTS

1. 
1 հատ
Fully Weighted 88 key Hammer Action Keyboard (A-C) with Piano, Organ and  

Synthesizer Sections

SPECIFICATIONS:
GENERAL

Master Level Control

Wooden Pitch Stick

Modulation Wheel

400 Programs - 4 Banks with 20 Pages each. Each Page has 5 Program locations

Program Categories

Program Sort Modes - numerical, alphabetical or by category

5 Live Buffers

2 Individual Slot Setups

3 Morph sources (Modulation Wheel, Control Pedal, Aftertouch)

Global Mono output

Programmable Transpose +/- 6 semitones

Master Clock functionality with manual, external and tap-tempo rate control

Internal and MIDI clock source

MIDI over USB functionality

PIANO SECTION

1 GB memory for Piano sounds
Acoustic Grand Pianos

Upright Pianos

Electric Pianos

Synth Pianos

Wurlitzer A200 Electric Piano

Clavinet D6

Harpsichords

Electric Grand Pianos incl. CP-80

40-60 Voices Polyphony

4 Selectable Velocity Curves

Clavinet EQ controls

String Resonance (Generation 2) on acoustic Grand Pianos and Uprights

Selectable Piano Release

Pedal Noise when used with Nord Triple Pedal (optional accessory) on selected acoustic and    

electric pianos

Slot Detune functionality

2-Part Multitimbral

ORGAN SECTION

B3 Tone wheel Organ, Vox Continental and Farfisa models with full polyphony

9 digitally controlled Drawbars

Percussion controls

Vibrato / Chorus control

Two Drawbar settings per program

2-Part Multitimbral (2 manuals)

SYNTH SECTION

Sample Playback synthesis: approx. 380 Megabytes of sample memory, up to 999 Sample Instruments.

Analog synthesis: Multiple waveforms - including Dual Saw, Hard Sync and PWM

FM synthesis: 2 & 3 Operator FM synthesis

Wavetables synthesis: 62 waveforms

18 Voices polyphony

Unison control - with no reduction in polyphony

Amplitude envelope

Modulation envelope

12 & 24 dB Low Pass, High Pass, Band Pass and Notch Filter with Resonance

LFO with 4 waveforms (square, triangle, ramp and sample & hold)

300 Patch memory locations

Arpeggiator (Up, Down, Up-Down and Random). Range: 1, 2, 3 or 4 octaves.

LFO and Arpeggiator synchronizable to Master Clock

2-Part Multitimbral

GLOBAL PARAMETERS:

Level control

Zone (split assignment) control

EFFECTS:

Effect 1: Ring Modulator, Tremolo, Pan, Wah, AutoWah 1, Autowah 2

Effect 2: Flanger, Vibe, 2 Phasers, 2 Choruses

Delay - with Ping Pong (stereo taps) and Tap-Tempo

3 types of Speaker simulations, JC, Twin and Small

Tube amp simulation with adjustable overdrive

3-band Equalizer with sweepable mid. EQ ranges: 100 Hz, 200 Hz - 8 kHz and 4 kHz

Rotary Speaker: selectable speed (Stop, Slow and Fast) and separate overdrive

Effect rates/tempo can be synchronized to the Master Clock

MASTER EFFECTS

Compressor

Reverb - 6 algorithms

KEYBOARD:

88-key Velocity sensitive Hammer Action keyboard. Range: A-C,

Aftertouch

Supports 3 split zones with visual LED indication

CONNECTIONS:

4 Assignable Audio Outputs - ¼", 6.35 mm jacks, unbalanced

Stereo Headphone output - ¼", 6.35 mm stereo jack

1 Monitor input - 1/8", 3.5 mm stereo jack

Sustain Pedal - ¼", 6.35 mm jack. Use a momentary pedal, like e.g, Roland DP-2, DP-6, Yamaha FC-4, FC-5, Fatar VFP1-25 etc

Sustain input compatible with Nord Triple Pedal (sold separately)

Rotor Pedal - ¼", 6.35 mm jack. Use a momentary pedal or a switch type pedal

Organ Swell Pedal - ¼", 6.35 mm TRS stereo jack. Use a Control/Expression pedal like e.g. Yamaha FC-7, Roland EV-5 etc.

Control Pedal - ¼", 6.35 mm TRS stereo jack. Use a Control/Expression pedal like e.g. Yamaha FC-7, Roland EV-5 etc.

MIDI In - 5 pin DIN connectors

MIDI Out - 5 pin DIN connectors

USB - type B connector

Power Cord with IEC C14 connector 

INCLUDED ACCESSORIES: 

User Manual

Dust cover 

Sustain pedal

Power cord

Sample and Piano DVDs

USB cord

DIMENSIONS: 1287 mm, 118 mm, 334 mm 
WEIGHT: 18.5 kg 

2. 
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Wood Keyboard Stand for 88 key Hammer Action Keyboard

Elegant Matte Laquered Keyboard Stand in a partially solid wood construction for excellent stability

Bottom Metal Plate Accomodates the Triple Pedal 

Fixed at standard Grand Piano height

Supports 88-key Instruments

Dimensions: 1247 x 650 x 380 mm 

3
1 հատ
Triple Pedal for 88 key Hammer Action Keyboard

The right pedal is the sustain pedal

The left pedal is the soft pedal, the Una Corda

The middle pedal is the Sostenuto 

BASS GUITAR AND GUITAR CABINETS-AMPLIFIERS
1.  
1 հատ
300W, 8 Ohm Bass Cabinet with 1 x 12" Neodymium Speaker and Horn Tweeter

SPECIFICATIONS:
Configuration: 1 x 12"

Power Handling: 300W

Impedance: 8 ohms

Inputs: 1 x speakON, 1 x 1/4"

Cabinet Type: Straight

Construction Materials: Poplar

Dimensions: H: 41.9 x W: 59.7 x D: 39.37

Weight: 15.45 kg

2.
1 հատ
500-watt Bass Amplifier Head with All-tube Preamp, 4-band Active EQ, 14dB Pad, 

Dual Gain Settings and Boost Switch

SPECIFICATIONS:
Type: Hybrid

Number of Channels: 2

Total Power: 500W, 4 ohms/350W, 8 ohms

EQ: 4-band

Preamp Tubes: 3 x 12AX7

Inputs: 1 x Instrument

Outputs: 2 x speakON, 1 x XLR

Footswitch I/O: Yes

Effects Loop: Yes

Dimensions: H: 4.44 x W: 27.30 x D: 21.59

Weight: 2 kg

 3. 
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MULTI-WATT 50-watt/150-watt, 3-channel Tube Amplifier Head with Selectable Dual Rectifier Switch, Parallel FX Loop, and 5-button Footswitch – Black

50- or 150-watt Class A/B power

6 x 6L6, 5 x 12AX7, and 3 x 5U4 tube complements

Fixed bias for consistent, maintenance-free performance

3 fully independent channels with 8 modes

Independent gain, treble, mid, bass, presence, and master controls per channel

Output level control (over all channels when activated)

Footswitchable solo level control (over all channels when activated)

Selectable Dual Rectifier switch

Bold/spongy variac switch

Assignable parallel effects loop with send and mix level controls

Slave out with level control

External switching jacks for channels 1, 2, 3, solo, and effects loop

5-button footswitch (channel 1, channel 2, channel 3, solo, and effects loop)

SPECIFICATIONS:

Type: Tube

Number of Channels: 3

Total Power: 150W/50W

EQ: 3-band

Preamp Tubes: 5 x 12AX7

Power Tubes: 6 x 6L6, 3 x 5U4 (Rectifier)

Inputs: 1 x Instrument

Outputs: 5 x Speaker, 1 x Slave

Effects Loop: Yes

Footswitch I/O: Yes

Width: 64.77 cm

4. 
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240-watt, 4/8-ohm, Closed-back 4x12" Cabinet with Vintage 30 Speakers and Removable Casters – Black

240 watts

Wired for mono or stereo

8 ohms mono or 4 ohms stereo

Slant cabinet

Marine-grade Baltic birch cabinet construction

Black Taurus vinyl covering

Black twisted jute grille

Silver piping

Trak-Loc removable casters

SPECIFICATIONS:

Configuration: 4 x 12"

Speakers: 4 x 12" Vintage 30

Power Handling: 240W

Impedance: 8 ohms (Mono), 4 ohms (Stereo)

Cabinet Type: Slant

Open/Closed Back: Closed

Construction Material: Birch

Mono/Stereo: Mono, Stereo

Inputs: 3 x 1/4"

Outputs: 1 x 1/4"

Dimensions: H: 76.8 x W: 75.9 x D: 36.2 cm

Weight: 45 kg 

SONOR DRUMS PROLITE SERIES

1.  
1 հատ
 Bass Drum 22"x 17.5"

SPECIFICATIONS:

Shell Size: 22" x 17.5"

Shell Material: Maple

Shell Thickness: 6 mm

Shell Hardware Finish: Chrome Plated

Configuration: No Bass Drum Bracket

Shell Construction: Vintage with 2 x 2 mm Dynamic Edge reinforcement Rings

Shell Plies: 12 plies

Shell Finish Outside: Chocolate Burl

Batter Head: Smooth Clear, Single ply with edge ring

Resonance Head: Smooth Black with white logo, Single ply with edge ring

Hoop: Wood, Lacquered

Bearing Edge: 45°°

2.
   1 հատ
Tom-Tom 10"x7" 

SPECIFICATIONS:

Shell Size: 10" x 7"

Shell Material: Maple

Shell Thickness: 4 mm

Shell Hardware Finish: Chrome Plated

Shell Construction: Vintage with 2 x 2 mm Dynamic Edge reinforcement rings

Shell Plies: 9 plies

Shell Finish Outside: Chocolate Burl

Batter Head: Medium, Smooth Clear, Single ply 

Resonance Head: Medium, Smooth Clear, Single ply

Hoop: 2.3 mm Power Hoop, Steel

Bearing Edge: 45°°

3 .
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Tom-Tom 12"x8" 

SPECIFICATIONS:

Shell Size: 12" x 8"

Shell Material: Maple

Shell Thickness: 4 mm

Shell Hardware Finish: Chrome Plated

Shell Construction: Vintage with 2 x 2 mm Dynamic Edge reinforcement rings

Shell Plies: 9 plies

Shell Finish Outside: Chocolate Burl

Batter Head: Medium, Smooth Clear, Single ply 

Resonance Head: Medium, Smooth Clear, Single ply

Hoop: 2.3 mm Power Hoop, Steel

Bearing Edge: 45°°

4
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Tom-Tom 14"x11" 

SPECIFICATIONS:

Shell Size: 14" x 11"

Shell Material: Maple

Shell Thickness: 4 mm

Shell Hardware Finish: Chrome Plated

Shell Construction: Vintage with 2 x 2 mm Dynamic Edge reinforcement rings

Shell Plies: 9 plies

Shell Finish Outside: Chocolate Burl

Batter Head: Medium, Smooth Clear, Single ply 

Resonance Head: Medium, Smooth Clear, Single ply

Hoop: 2.3 mm Power Hoop, Steel

Bearing Edge: 45°°

5. 
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Floor Tom 16"x14"   

SPECIFICATIONS:

Shell Size: 16" x 14"

Shell Material: Maple

Shell Thickness: 4 mm

Shell Hardware Finish: Chrome Plated

Shell Construction: Vintage with 2 x 2 mm Dynamic Edge reinforcement rings

Shell Plies: 9 plies

Shell Finish Outside: Chocolate Burl

Batter Head: Medium, Smooth Clear, Single ply 

Resonance Head: Medium, Smooth Clear, Single ply

Hoop: 2.3 mm Power Hoop, Steel

Bearing Edge: 45°°

6. 
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  Snare Drum 14"x5" Die Cast Rims 

SPECIFICATIONS:

Shell Size: 14" x 5"

Shell Material: Maple

Shell Thickness: 4 mm

Shell Hardware Finish: Chrome Plated

Shell Construction: Vintage with 2 x 2 mm Dynamic Edge reinforcement rings

Snare Strainer: Dual Glide System

Snare Wire Wires: 1 x SW 1418 S, 14", 18 stainless steel wires 0.5 mm

Shell Plies: 9 plies

Shell Finish Outside: Chocolate Burl

Batter Head: Medium, Coated white, Single ply 

Resonance Head: Medium, Smooth Clear, Single ply

Hoop: Die-Cast

Tension Rods: 20 Square Head Screws

Bearing Edge: 45° 

DRUMS HARDWARE
1.  
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Bass Drum Double Pedal Right 

SPECIFICATIONS:

Finish: Chrome Plated

With Smart Connect System

Docking Station

Two Way Beater

Adjustable Toe Stop

For Right-footed Players

Pedal Bag

2.

1 հատ
 Two-Leg Hi-Hat Stand  

SPECIFICATIONS:

Finish: Chrome Plated

With Adjustable Spring Tension

Swivel foot board

Retractable, with toe stop

7-step bottom cymbal tilter, 

Legs convertible from rubber to metal spurs 

Hexagonal pull rod and clutch prevents top hi hat cymbal from loosening
3.  
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Snare Drum Stand  

SPECIFICATIONS:

Finish: Chrome Plated

With quick release lever

Adjustable Height Range: 490 mm - 730 mm
4. 
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Drummer's Throne
SPECIFICATIONS: 

Saddle seat, with spindle, with Drum Key Holder

Adjustable Height Range: 460 mm - 660 mm

5. 
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 Double Tom Stand

SPECIFICATIONS:

Finish: Chrome Plated

2 Tom Arms with Ball Clamp

3-Section Clamp-diffuses the force around three sides of a axtension tube.

Adjustable Leg – Fit Every Configuration
6.
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Cymbal Tom Stand

SPECIFICATIONS:

Finish: Chrome Plated

Cymbal Tom Stand with Tom arm with Ball Clamp and Cymbal Boom Arm

3-Section Clamp-diffuses the force around three sides of a axtension tube.

Adjustable Leg – Fit Every Configuration

7.
3 հատ

  Cymbal Boom Stand   

SPECIFICATIONS:

Type: Cymbal Boom Stand

Finish: Chrome Plated

Boom Arm Length: 400 mm 

Rotation: 360° 

3-Section Clamp-diffuses the force around three sides of a axtension tube.

Adjustable Leg – Fit Every Configuration

8.  
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Double Cymbal Stand   

SPECIFICATIONS:

Type: Double Cymbal Stand with two Cymbal Boom Arms

Finish: Chrome Plated

3-Section Clamp-diffuses the force around three sides of a axtension tube.

Adjustable Leg – Fit Every Configuration

CYMBALS

1. 
1 հատ

 14.25" Cast Bronze Medium-thin Top/Medium Bottom Hi-hat Cymbals with Hybrid    

Hammering, Increased Contact area, and Hybrid Size (Pair)

Unique cast-bronze hi-hats that offer an extended tonal range

Extended playing surface offers excellent stick dynamics and cutting sound

Moderate sustain when splashed provides a rich open sound

In-between size provides extended power and playing control

Mastersound-style grooves on bottom cymbal provide a pronounced chick

SPECIFICATIONS:

Type: Hi-hats

Size: 14.25"

Finish: Traditional/Brilliant

Top Weight: Medium-thin

Bottom Weight: Medium

Sound: Solid Chick

Volume: Project

Pitch: Low to Mid

Sustain: Medium

Bell Size: Small

Balance: Cut

2.  
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16" Cast Bronze Hybrid Crash Cymbal with Traditional/Brilliant Finish

Cast bronze

Hybrid crash

Unlathed/lathed surfaces for different dynamics

Type: Crash

Size: 16

Weight: T

Finish: Traditional finish - outer half; brilliant finish - inner half

SPECIFICATIONS:

Type: Crash

Size: 16"

Weight: Thin

Finish: Traditional/Brilliant

Sound: Medium
Volume: Project

Pitch: Medium/High

Sustain: Medium

Bell Size: Small

Balance: Blend
3.  
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18" Cast Bronze Hybrid Crash Cymbal with Traditional/Brilliant Finish

Cast bronze

Hybrid crash

Unlathed/lathed surfaces for different dynamics

Type: Crash

Size: 18

Weight: T

Finish: Traditional finish - outer half; brilliant finish - inner half

SPECIFICATIONS:

Type: Crash

Size: 18"

Weight: Thin

Finish: Traditional/Brilliant

Sound: Medium/Dark
Volume: Project

Pitch: Low/Medium

Sustain: Long

Bell Size: Medium

Balance: Blend

4.  
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20" Cast Bronze Hybrid Ride Cymbal with Traditional/Brilliant Finish

A versatile ride cymbal that provides a great range of sonic textures

Lathed and un-lathed surfaces offer different playing dynamics

Loud volume and long sustain provide extremely full sound

Medium to high pitch blends well with most other cymbals

An exceptional ride cymbal when you need tons of range

SPECIFICATIONS:

Type: Ride

Size: 20"

Weight: Medium

Finish: Traditional outer, brilliant inner

Sound: Mid
Volume: Loud

Pitch: Mid to high
Sustain: Long

Bell Size: Large

Balance: Blend

5.  
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19" Cast Bronze Hybrid China Cymbal with Traditional/Brilliant Finish

Traditional Finish Outer Half, Brilliant Finish Inner Half

Dark/Mid Sound

Short Sustain

Project Volume

Thin Weight

SPECIFICATIONS:

Type: Special Effects

Size: 19"

Weight: Thin

Finish: Traditional Finish Outer Half, Brilliant Finish Inner Half

Sound: Dark/Mid
Volume: Project

Pitch: Mid to high
Sustain: Short

Balance: Blend

6.  
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8" Cast Bronze Thin Splash Cymbal with Traditional Finish

Cast bronze

Thin splash

Quick attack and fast decay

Dry splash sound with clarity

Type: Crash

Size: 8

Weight: PT

Finish: Traditional finish

SPECIFICATIONS:

Type: Splash

Size: 8"

Weight: Paper Thin

Finish: Traditional Finish

Sound: Bright 
Volume: Soft

Pitch: Mid to high
Sustain: Short

Balance: Cut

Bell Size: Small

7.
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12" Cast Bronze Thin Splash Cymbal with Traditional Finish 

Cast bronze

Thin splash

Quick attack and fast decay

Dry splash sound with clarity

Type: Crash

Size: 12

Weight: PT

Finish: Traditional finish

SPECIFICATIONS:

Type: Splash

Size: 12"

Weight: Thin

Finish: Traditional Finish 

Sound: Bright
Volume: Soft

Pitch: Mid to high
Sustain: Short

Balance: Cut

Bell Size: Small 
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